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CAUTION:
To reduce the risk of electric shock, do not rentioseiop cover with the power cord plugged in.

There are no user serviceable parts inside the bentRtease contact qualified service personnel
for service issues.

*Note: The Vision Serial Controller has externatiplaceable fuses. If you need to replace a fuse,
refer to the maintenance section of this manual.

AFETY TIPS
1. To avoid electric shock or equipment damage, etisatréhe control unit is connected to the
appropriate electrical source as noted in the ingallptocedures.
2. Never operate the equipment with damaged or frayeer mowvds, loose connections, or
exposed extension cords where someone will walk ocotideand create a tripping hazard.
3. Be sure to hold the plug, not the cord, when dissdimg the controller from an electrical
socket or power source.
4. Openings are provided in the case for ventilati@n@t cover the openings or place the
controller in an environment where the openings Ineagme blocked.
5. Never insert anything into the ventilation opgsirboing so may create a danger of electric
shock.
6. Place the controller in a location with low hdityiand a minimum of dust. Follow the
maintenance instructions for proper cleaning ofdinéroller air filter.
7. Do not expose the control unit to rain or usedr water. You can clean the controller with a
damp cloth but be sure to unplug the unit first.
8. Ifyour control unit does not operate properly; iftigalar, if there are any unusual sounds or
smells coming from it, immediately unplug it and emht service technician or your local
distributor.
9. Unplug the controller when it is going to beefused for an extended period of time.

10. Before any servicing, disconnect the power cord.







Intr oduction

About This Manual

This manual is designed to provide you with informasibaut your Vision Serial Controller.

This manual does not attempt to teach you how taoraerigrave, how to use a computer or
how to use your engraving or signmaking softwareil&¥ doesdiscuss Vision and VisionPRO
software installtion procedures, any information helhat will be found in their respective
manuals. Some previous knowledge of engraving temchhe sign making or engraving process
is assumed. For information on your individual compsistiem see your computer’s users
manual or contact your computer distributor. Formfation regarding the specific software that
drives your engraving/routing system, see the mdautile individual software package you are
using.
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1. Connect the tan PC serial cable to the 9-pin plug marked “PC”.
2. Connect the gray Engraving table 25-pin connector to the port marked “TABLE”.
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3. Connect the round plug from the table to the port marked “SPINDLE” (this plug is not
included with the Phoenix Engraver).

4. Connect the thin auxilliary plug (extending from the black box of the outlet strip) to
the port marked “AUX".

5. Connect the power cord (extending from the black box of the outlet strip) to your
wall outlet.

6. If you purchased an optional pendant, connect the “phone-plug-like pendant” con-
nector to the matching “phone-plug-like” port.

7. Connect the power cord from the 110v source to the 3-prong connection beneath the
“ON/OFF” switch. Note: International systems may be 220V, 50Hz compatible. Check
serial label for configuration before applying power.

8. Connect the power cord from your accessory item (such as a vacuum system) to one
of the plugs on the outlet strip.

e Make sure you turn the power switch to “ON” before you attempt to run your en-
graver.

Cabling to your PC

The 9-pin to 25-pin converter
The connector to the PC is a 9-pin connector which must be plugged into a serial port
on the back of your computer. If your serial port is a 25-pin type, use the supplied 25-
pin to 9-pin serial adapter.

25-PIN

9-PIN

9-PIN
25-PIN
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CONTROLLER

1. Locate fuse assembly on the controller’s rear back panel.
NOTE: Picture for STEP 1 shows fuse box removed from the controller; you will NOT
have to remove it from your controller to complete this procedure.

2. Use a small screwdriver to snap out fuse box and voltage “select” cartridge.

3. Lift locking tab on voltage “select” section of cartridge. (SEE FIG 2)

4. Rotate voltage selector to desired voltage and re-insert into fuse cartridge until voltage shows
through the window. (CloseUp picture shows the arrow pointing to the selected voltage.)

5. Re-insert cartridge back into connector housing. (SEE FIG 3)

locking tab

fuse box and voltage
“select” cartridge

voltage selection cartridge

FIG 1 (fuse assembly) FIG 2

Fuse Box CloseUp

connector housing

FIG 3 voltage selector window
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Description

The Vision Serial Control ler 2

Vision's serial controller controls the communications between the computer and the engraver,
as well as taking the computer’s instructions and telling the engraver what it needs to do to
complete those instructions. The controller is the brain of your engraving system; without it, the
engraver would not be capable of following any paths.

8 o 0000 VN

PAUSE XY SPEED Z SPEED Z DWELL SPINDLE RPM -
L) \
SET \
GOTO PROX SPINDLE SET / \
HOME F1 ON/OFF ON/OFF ‘ oFFser | |SURFACE [ \
/ LIFT | |
« = | |
\ /s‘
GOTO AUX Z-AXIS DRIVES /
OFFSET F2 F3 ON/OFF . ! AuTO/UP oN \

The Keys

There are 21 keys on the Vision Serial Controller:
Start Key — The light above the Start Key will be off when the controller is ready to have a job
sent to it. The light will turn green when there is a job ready to be engraved in the controller.
Pressing the Start Keywill begin engraving the job.

PAUSE

ji | Pause Key — When a job is running you can press the Pause Key to temporarily stop the job. The
red light over this key will light up to show the job is paused. Press the Start Key to resume
engraving. Note: The machine will not pause until the next time the cutter comes up.

GOTO

nome | Goto Home Key — When you press the Goto Home key the engraver will return to it’s mechani-
cal home position and cancel the job in the controller memory.

GOTO

orrser| Goto Offset Key — When you press the Goto OffSet key the engraver will return to the previously
set offset and cancel the job from the controller.
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F1 F2 F3

2 F1 Key -- The F1 key only works when using the Vision software. When you press this key, the
controller will re-engrave the entire job that was previously engraved. Note: The F1 key does
nothing when using the Vision PRO software.

F2 Key -- This is afunction key. It is used in conjunction with other keys on the front panel.

F2 then Set Offset key -- By doing this sequence, the controller will save the front panel
configuration. Ex. If you want to save the Spindle On/Off in a different position than the
default, just change the Spindle On/Off key to the way you would like and then press F2 and
then Set Ofset. This also works if you want to change the default surface set.

F2 then Jog Z down key -- By doing this sequence, the controller will move the spindle to the
surface that has been set. This is used if you would like to lower the depth a little more than
where it is set at. Press F2 the Jog Z down and then use the Z down key to lower the surface
more. Then press set surface two times. This can be done in the middle of a job.

F2 then Goto Home key -- By doing this sequence, the controller toggles between using limit
switches and not using limit switches. This is used when you have a Phoenix/Vision Cylindrical
Combo system because the Phoenix has limit switches, but the Vision Cylindrical does not.
NOTE: If you are using the Phoenix and want to change to the Vision Cylindrical Engraver,
just press F2 then Goto Home before you change the A/B switch to the Vision Cylindrical
Engraver. If you are using the Vision Cylindrical Engraver and want to switch to the Phoenix,
just press F2 then Goto Home before you change the A/B switch to the Phoenix.

F2 then Set Surface/Lift -- By doing this sequence, the controller toggles between normal
HPGL engraving to the parameters needed to run from Meistergram™ D1.4 software. This
togles back and forth between modes.

Important Note
for users of the
Phoenix/Vision
Cylindrical
Combo. =

avore | Prox On/Off Key — This key allows you to turn the Proximity Sensor on and off. The Prox
allows the spindle to sense where the surface you are engraving is. This feature works when
engraving with a nose cone or diamond drag only, it is not designed for non-nosecone engraving.
When the light is green, the Prox is on, when it is red, the Prox is off. Note: Some tables do not
support a Proximity Sensor.

sreee| Spindle On/Off Key — You can turn the spindle on and off by pressing this key. When the
light is red, the spindle is off. When the light is green the spindle is on, and when the light is
both red and green (orange in color), the spindle will automatically turn on and off at the
beginning and end of the engraving job. If you depress the pause or stop button the spindle will
turn off for safety reasons. Always make sure you have the spindle turned on when appropriate,
otherwise you may run the risk of breaking your cutter.
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AUX

omere | Aux On/Off Key — This key will turn on and off the auxiliary output on the rear of the
controller. (This will most likely be used for your vacuum system.) When the light is red, the
power is off, when the light is green the power is on, and when the light is both red and green
(orange in color) the equipment will automatically turn on and off at the beginning and end of

the engraving job. If you depress the pause or stop button the auxilliary power device will turn
off for safety reasons.

Jog Keys (4) — This will move the table in the direction of the arrow you push. This
is commonly used for setting an offset position. To do this, use the Jog Keys to
) (ap) move the table to the point you want to be the home, and press the Set Offset
‘ Key. Now all jobs will start from this point.

£ ¥

Z-Jog Keys (2) — This will move the spindle up and down. These keys are commonly used for
setting the surface of your material when you are not using the prox, or the lift above the material
regardless of whether the prox is on or off.

SET

orrser | Set Offset Key — Use the Jog Keysto move the spindle to a point you want to be the offset posi-
tion. Press the Set Offset Key. This is now set as your new offset position.

Note: A offset position is sometimes also referred to as an alternate home position.

To return the home position to the normal position press Gofo Home and then Set Offset.

Z-AXIS

wnone| Z-Axis Auto/Up Key — This key controls whether or not the spindle is allowed to go up and
down. If the light is green the spindle will move up and down when engraving. When the light is
off the cutter will stay in the up position. This “up only” is commonly used to do a “dry run” of
your job, without actually cutting any material. If the light is red, the cutter will run in the down
position.

T

s';:LF::E Set Surface/Lift Key — This key is used to set the surface of your material. The Set Surface/Lift
Key is only used when the Prox is off. You can use the XY Jog Keys to bring the cutter out over
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the material. Use the Z Jog Keys to bring the cutter to the surface of the material, then press the
Set Surface/Lift Key. Then use the Z-Jog Keysagain to adjust the lift between characters and press
the Set Surface/Lift Keyagain.

DRIVES

o~ | Drives On Key — This key must be pressed when you first turn the controller on. The Drives On
Key powers up the stepper motors.

Note: After you push the Emergency Stop Button you will need to press the Drives On Key again
before you can use the machine again.

Stop Key — This key will stop the engraving immediately, raise the cutter to the up
position, and shut off the engraving motor and the auxillary outlets. Pressing the Start Key
will resume engraving.

While stopped, the Gofo Home Key and Goto Offset Key will return the cutter back to home
or to the offset.

The Knobs

There are 4 knobs on the Vision Serial Controller:

@ XY Speed Knob — This knob controls how fast the engraver will travel while the cutter
is in the down position. Clockwise is faster, counter-clockwise is slower.

XY SPEED

@ Z Speed Knob — This knob controls how fast the spindle will move down into the
material. Clockwise is faster, counter-clockwise is slower.

Z SPEED

Z Dwell Knob — This knob controls how long the spindle will dwell, or wait, after
initially dropping into the material before moving in an X/Y direction. This is used
mainly when engraving into harder materials, allowing the cutter to plunge to the
correct depth at the beginning of the cut. Clockwise increases the dwell time, counter-
clockwise reduces the dwell time.

Z DWELL

2.4 Description



@ Spindle RPM Knob — This knob controls how fast the spindle rotates. You will want
to change the speed of your spindle depending on what kind of material you are using.
Clockwise is faster, counter-clockwise is slower. 2

SPINDLE RPM

The Emergency Stop Button

CAUTION: THIS SHOULD BE USED IN AN EMERGENCY ONLY. IT WILL ERASE THE
CURRENT JOB IN MEMORY.

Emergency Stop Button — This button will stop engraving immediately and shut power
off to all stepper motors, the engraving motor, and all auxiliary outputs. Once you have
pushed the Emergency Stop Button, you must twist the knob clockwise to release it and
press the Drives On Key. You will loose the job from the controller and will need to re-send
it from the software if you wish to finish the job.
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Maintenance

How to Remove and Clean the Air Filter 3

Weekly preventive maintenance should be performed to ensure reliable operation of your serial
controller. It is recommended that the input fan filter be removed weekly and cleaned to ensure
proper cooling of the control electronics.

1. Remove the filter guard, this is easiest if you pull from a corner of the guard.

2. Remove the filter and blow out the filter with low pressure compressed air or rinse the filter with
water and dry before replacing.

3. Replace the filter and replace the filter guard.

Changing the External Vision Fuses

The Vision Serial Controller has an external fuse compartment.

cartridge containing fuse
box and voltage selector

Use a small flat-head screwdriver to pry the box out by the tab. (1) Pull the fuse box all the way
out of the holder.

Vlaintenance S0



Flip the fuse box around so you can see the tab (1) and the fuse board (2).

locking tab

Lift the tab, hold the tab up, and slide the fuse board out of the fuse holder.

FIG3

fuse holder \ p— ‘

voltage selection cartridge

Remove the two fuses using a flat-head screwdriver and replace them with two new fuses.
Slide the fuse board back into the fuse box, then slide the fuse box back into the fuse holder.

3.2 Vlaintenance



Operations

Setting the surface & lift of the spindle 4

NOTE: There are different procedures for different types of engraving.

Diamond drag nosecone engraving with a proximity sensor — Make sure that the proximity
sensor is turned on. When you run the job, the spindle will go down until it touches the material and
finds the surface automatically. If you want to change the lift amount of the cutter between charac-
ters, you will need to do the following steps: Jog the cutter out over the material. Press the Z down jog
key until the diamond/nosecone touches the material and press set surface. The cutter will now lift.
Use the Z jog keys to adjust the lift amount and press sef surface again. The cutter will now raise to the
Z home position. The new lift position is now set.

Diamond Drag and nose cone engraving without a proximity sensor — make sure that the
proximity sensor is turned off. Jog the cutter out over the material. Press the Z down jog key until the
diamond/nosecone touches the material (or go slightly further down) and press set surface. The cutter
will now lift. Use the Z jog keysto adjust the lift amount and press set surface again. The cutter will
now raise to the Z home position. The new surface/lift position is now set.

Non-nose cone engraving (depth control) — make sure that the proximity sensor is turned off
and take the nose cone off of the spindle. Jog the cutter out over the material. Press the Z down jog
key until the cutter touches the material and press set surface. The cutter will lift. Use the Z jog keysto
adjust the lift amount and press set surface again. The cutter will now raise to the Z home position.
The new surface/lift position is now set. You will now need to enter a depth to cut in the software
you are using to get any depth.

Burnishing — Make sure that the proximity sensor is turned off and take the nose cone off the
spindle. jog the cutter out over the material. Press the Z down jog key until the burnisher touches the
material and press set surface. (If you are using the EZ Rider burnishing adapter, you can lower the
spindle until you get the required pressure.) The cutter will now lift. Use the Z jog keys to adjust the
lift amount and press set surface again. The cutter will now raise to the Z home position. The new
surface/lift position is now set.

Setting an Offset

Setting an offset is used if you want to engrave a job in a place which is different from the standard
home position. Jog the cutter out to the corner where you want the material to be placed. Press the
offset key. Your offset is now set. When the job is done engraving, the machine will go back to the
mechanical home position, but will engrave from the offset position when you run it again. To get rid
of the new offset position, you will need to push the goto home key and then press set offSet on ma-
chines that have limit switches. On machines without limit switches, you will need to jog the cutter
back to home or push it to the home position and press set offset.

Operations 4.1



Vision Pro Instal lation Procedure for Windows 95 5

Go to “START,” then “RUN.”
In the “OPEN” dialog box, type “D:\SETUP” where the “D:” is your CD-ROM drive.
Click “OK.”
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When you are asked for your “CHOOSE DESTINATION LOCATION,” click “NEXT” to
accept the directory already listed.
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You will then be asked for your password. Enter it with commas, without any spaces and
where (s are the number ZERO.
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When asked to Insert “DISK 7,” just click “OK” to continue on.

Sedact Componants
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During the installation process, when you get to the screen that gives you the option to Install
“FONTS” and “DRIVERS,” do not select those options. Just continue on.

Under “START” > “PROGRAMS” > “VISION PRO,” click on “VISION PRO” to start
Vision Pro.

2.2 Software
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To install the DRIVERS, inside of Vision Pro, go to “FILE,” then “INSTALL,” then,
“DRIVERS.”
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Once again, select the CD drive (usually the “D” drive).
Double-click the “VISPRODR” directory.

Click “OK.”

The drivers installation program will start.

Select your specific machine.

SofTtware 2.9



W Echt Loyowl Amange Cul Tiansioom  Oplons Help

Hew LN . Dhiects
Msn Chilsid Wikl 17918 Hewht 107

a0 LinkeSs

SeawE My

Impoit...
F gl

Cougeoai lmegpn

Acquire [mas ¥
Color Swalches...

Joh/Tozt Holes

Prand Crrli®

Contiod Panel ..
BT ] i
- Dirmvers. ..
E pi Finrd s
g Home Typel Fonde,
p

To install the “FONTS,” inside of Vision Pro, go to “FILE,” then “INSTALL,” then “FONTS".
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On the left-hand side (SOURCE OF FONTS) double-click the CD-ROM, usually [D] - then
double-click [VISPROEF] - double-click [STANDARD].
Under “FONT TYPE,” select “VEF”.

On the right-hand side, INSTALL TO) - your Vision Pro directory should already be listed
with fonts being seen.

0.4 Software



Either select fonts on the left-hand side or click on “INSTALL ALL’ on the bottom right-hand
side of the screen. These fonts are very minimal in size and do not take a substantial amount

of hard-drive space. 5

Installation complete.

Vision Pro Instal lation Procedure for Windows 3.x

Note: C:\DOS\SHARE.EXE should be listed in the C\AUTOEXEC.BAT file.

In WINDOWS 3., go to “FILE MANAGER.”

With the Vision Pro CD in the drive, select the CD inside of “FILE MANAGER” (this is
usually the “D” drive).

On the left-hand side of “FILE MANAGER,” find and select “VISPRO31” directory.

On the right hand side of “FILE MANAGER,” select “DISK 1” directory.

Now on the right hand side, find and select the “SETUPEXE" file (this is the setup program
for the 32 bit driver files necessary for Vision Pro).

'},—". Microsoft Wind2s version 1. 30 Setup Mrogram

Chisnza Destmation Localinn

Gatun vl metall Vigion Pio i e icloveng dreclon 1F you
choaze wnetal the hbona Hes, thep wil e located 2
subdieiniy named Tutonal

Io il bo b cnsctony, clck et

Toonetall booa déteren dischon, chck Browss ard zelect snother
drecloy

'é:u:-.. can choss nol o Es Al Vison Pio by chos e Caooal o esil
Sahig

- Chees himsiar: Db -

CAPiomom Fles\WISIONPRI Diyowiee: |

After restarting Windows, go back into “FILE MANAGER.”
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On the same CD, find and run D:\SETUPEXE (this is the Vision Pro install program).
When you get to the “CHOOSE DESTINATION LOCATION” dialog box, accept the
directory which is listed.
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You will then be asked for your password. Enter it with commas, without any spaces and
where (s are the number ZERO.
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When asked to Insert “DISK 7,” just click “OK” to continue on.
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[ o upgrads sxaemip dnvens sod lo rshal ey dnves tesct lbe
Dirders cplion v ision Pro comes walh vanous fonie, oo irstali fants
sedect the aphon belos

I~ frer. | woubd i to ungrade of inetal have ditvers :
[ W | wieuid Boa bo nor fond inastallar

§ ek | Hest > | L anacel

During the installation process, when you get to the screen that gives you the option to Install
“FONTS” and “DRIVERS,” do not select those options. Just continue on.

In the Vision Pro Program group, you will find your icons to start the program.
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To install the DRIVERS, inside of Vision Pro, go to “FILE,” then “INSTALL,” then,
“DRIVERS.”

Divers lnstallolimn Disk
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Once again, select the CD drive (usually the “D” drive).
Double-click the “VISPRODR” directory.

Click “OK.”

The drivers installation program will start.

Select your specific machine.
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To install the “FONTS,” inside of Vision Pro, go to “FILE,” then “INSTALL,” then “FONTS".

Inetall Fonls

Select one or moe fonks and poeze metall

Sowce af lonls ~Install To

d-wvis proefutandand chprogia™ 1 hwirion™2
amowzl wef sl Font Type — arsalbll_wif -
s wesf armnwmiz | wal =l
anara_a val afiows2, val

beedkcin =1 wik e T ECT aura_e. vef

bl e, wed bodkin ™1, wef

Eval by el = VEI biadl & el -
hailphvn. wai

beilpho 1. vel T WFN

tpunch, vel Install Selected |
centia™ 1wl

cenha_e vel InzLall Aldl |
chance m vel - Miew Dizk |

| Quit |

On the left-hand side (SOURCE OF FONTS) double-click the CD-ROM, usually [D] - then
double-click [VISPROEF] - double-click [STANDARD].

Under “FONT TYPE,” select “VEF”.

On the right-hand side, INSTALL TO) - your Vision Pro directory should already be listed
with fonts being seen.

Either select fonts on the left-hand side or click on “INSTALL ALL on the bottom right-hand
side of the screen. These fonts are very minimal in size and do not take a substantial amount
of hard-drive space.

Installation complete.

Vision Instal lation Procedure for DOS

Put the Floppy Disk labeled “Program Disk” in the 3.5" Floppy Drive.

In DOS, type “A:INSTALL’ (or B:INSTALL depending on your computer configuration) -
Press ENTER.
Follow the onscreen instructions.

To start the program, reboot your computer - In Dos, type “cd\vision”, press ENTER. Type
VISION, press ENTER.
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windows vision serial control ler driver

Installing the Windows Vision Serial Controller Driver for 3rd Party Software
To set up your third party software so it outputs directly to your engraver/router, you need to
add a new driver that will translate the file so the Vision controller can understand it.

Mew Office Document
-

|.~~¥ Dpen Dffies Documert

7% Documents

Windows 95

@ Shut Down

Click Start, Settings, Printers.
The printers window appears.

Double-click the Add Printer icon (the controller accepts files as a printer would).
The Add Print Wizard starts. Click Next to continue with the installation.

Add Printer Wizard

Hawtis this printer attached to your computer?
If it is directly attached to your computer, dlick Local

Printer. IF it is attached to another computer, click Network:
Prirter

% Local printer

" Netwark printar

<Ea:k( NexU\D Cancel |
N~ 7

In the Add Print Wizard window, make sure Local Printer is checked. Click Next to continue.
(You may see a message that the system is “building an information database”...)

[agapiterwizas ||

&, Click the marufact.rer and modelof you pinter I your piter came i an
[ 5 installaion disk, click Have Disk. If your pinter s not listed, consult your printer
documentation for & compatible printer.

Manufacturers Brinters:

25T Aple Lasetwiter | NT

ATET Apple Laseiwiter Persanal NT

Brother Apple Laserwier Il NTX

Bull Apple Lassiwiie lIF

Cltch Apple Laseiwiiter llg

Canan LI | Annle | aseiwriter Phis

<Back | Mews | Comedl |

Back at the Add Printer Wizard window, click Have Disk.
This will take you to the Install From Disk window.
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Install From Disk | x|
Insert the manufacturer's installation disk into
@ the drive selected, and then click 0K
Cancel |

Browse.. |

In the “Copy manufacturer files from:” box, type A:\oemsetup.inf (if your driver is on floppy
disk and your floppy drive is configured as your ‘A" drive) OR hit the Browse button to find the
location of the driver. In most cases, if you received your driver on CD-Rom, the file will be
located in the “drivers-printer” folder.

When done, click OK.

Add Printer Wizard

e, ik the manulacturer and modelof your pite, If yout priner came with an
[ imstallation disk, click Have Disk. |F your printer i not fted, consult your printer
documentation for @ compatible printer.

Printers

Wizion Serial Controller

" Hae ik,

< Back ‘ Mext > b Cancel

Back in the Add Printer Wizard window, “Vision Serial Controller” should be highlighted.
Click Next.

Add Printer Wizard

i COM?2 Properties HE

Click the: port you want ta s with this printer, and then -
click Mext. Part Settings

Available ports

COM] Communications Port

Communications Port

FAX Microsolt Far Monitor ) )
FILE Creates a fls on disk Bits per second: I 15200 - l
LPTI ECP Pinter Port

Doata bits: IS vl

PUB Mierasoft Fax Monitor
otnsern)
~————— .
Parity: INone 'l
cgack [ Mews> | cencdl | Stap bits: l—_l1 =

FElow control: [{gElERE)

Select the port that your controller

is plugged into (normally COM2:). = | asvenced. | _ Bestore Defauls |
Click Configure Port. Co) oo | o |

In the COM2 Properties window, configure the settings as shown in the picture above.
Hit OK.

Back at Add Printer Wizard window, click Next.
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Add Printer Wizard

Y'ou can type a name for this printer, or you can use
the name supplied below. *When you have finizhed,
click Mext.

Frinter name:

Serial Contralle

Do wou want your Windows-based programs to uze this
printer az the default printer?

' Yes
(o) Mo

< Back 1 Mest > P Cancel

You may rename the controller if you wish.
Click No in the “...set as default printer” option.
Click Next.

Back in Add Printer Wizard window, click No in the “...test page” option.
Click Finish.
Wait while it creates a new icon in your printers directory.

Configuring The Driver For Your Engraving/Routing Table.

After the Vision Serial Controller driver is installed, you need to be sure that it is configured to

your table size.

B Printers
File  Edit Wiew Help

S [=] E3

add Printer Epzon Stulus
COLOR

i

ticrozoft Fax

Open

Pauze Frinting
Purge Print Jobz
Set fz Default

Dizplaps the properties of th

Sharing...

Create Shortcut
Delete
Rename

In the Printers Window, right click on the new Vision Serial Controller icon and drag down to
select Properties. (Note: If you renamed it, that name will appear under the icon instead.)
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¥izion Serial Controller Properties

General Details | Shalingl

“F izion Serial Controller

Vizion Print Driver 8/25/97 10:06 AWM

Print to the following port:
IEDM2: [Cormmunications Part] Unit:
Cancel
Table Width: inch —l
Print uzing the following driver: ) .-
= Table Height: 24 inch
IVision Sernial Contraller Defaults |
| XY-Speed: Apo.._|
Capture Printer Part. .. - Dout. ...
— ZSpeed: 20
Timeout setiings————————— Z-Depth: I:IZI ~ Home Point
Mat zelected: I'I ] ZEC Table Top
Trangmigsion et |45 IEC Top Left Ol
o
el ol
Setup... I Spool Setting:
Table Bottom
ok |

In the Properties window, click the Details tab. Click Setup.
Enter the appropriate information in the Vision Print Driver window.
The default unit is inches, but you may convert to millimeters if you prefer it. Enter the

appropriate dimensions of your engraving/routing table.

For example: If you have a Vision 2448 table, enter 48 inches for the
table width and 24 for the table height.

The other fields (XY-Speed, Z-Speed, and Z-Depth) should be left at their defaults--as they will
change with each job.

In the Home Point box, click the circle in the upper left corner (unless you know your table’s
home position is elsewhere). Click OK.

Back in the Vision Serial Controller Properties window, click OK again.

In the Printers window, click Close.
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Using the Vision Serial Control ler driver with CorelDraw.

When laying out a job in CorelDRAW set your page size to equal your table size in the Page
Setup window. NOTE: Depending on the version of CoreIDRAW you re running, your Page Setup
window may look different than the one pictured below.

Inzert Page...
Delete Page...
Go To Page...

o

Page Setup...

Object Manager...

Layer Manager... Chrl+F3
Graphic and Text Stules...  Chl+F5
Color Styles. .

Grid and Ruler Setup...
Guidelines Setup...

Snap To Gid Chrl+v
Snap To Guidelines
Snap To Objects

Click Layout, then click Page Setup. This brings up the Page Setup window.

PageSewp @M
— Page size
i Portrait Landscape
Faper: ICustnm j

Wdidth: I"-‘B-D j Iinches j
Height: |2"'1-':| E inches
Set Fram Printer |

¥ Show page border

™ Eacing pages

I
J

Start ore [Right Side =l

Add Page Frame | Lavout: IFuII Page j

One page per sheet wiidth: 48 in.
Papergolor [ ]| Height  24in.

Cancel | Help |

Enter the dimensions of your engraving/routing table.

For Example: If you have a Vision 2448 table, enter 48 (inches) as
the width and 24 (inches) as the height, as shown above.

Click OK. Continue with your engraving/routing job.
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Troub |l eshootinc

Troubleshooting Chart

Before calling an authorized service center, please check this trouble shooting chart.
Many of the problems that can occur are easily corrected without the need of a

technician.

Trouble Condition

Possible Cause

Corrective Measure

Main switch light or front panel
LED indicators will not illuminate

« s the power cord connected?
«Is the power strip/source on?

* Connect the power cord.
«Turn on the main power strip.
* Check the main power fuses.

No XYZ motion

¢ Drives not on
* Emergency Stop Button in

«Table not hooked up

¢ Check LED Ind light, should be green.

* Ensure the Emergency Stop Button is
in the out position.

® Make sure the table cable is plugged
into the controller and table.

Drives will not turn on

« Table cable not connected

* Connect table cable.
*» Make sure the emergency stop is out.

Spindle not working

«Is the Controller turned off?
«The spindle cable is not plugged in

* The spindle fuse is blown

oIfitis off, turniton.

* Make sure the spindle cable is plugged
in to the controller.

* Change the fuse marked spindle in the
controller.

Auxiliary (AUX) not working

«Is the Controller turned off?

«Ifit is on, there may be a blown fuse.

«Ifit is off, turn it on.
* Change the fuse marked AUX fuse.

Slow drop at the bottom of the
Z path.

* Dwell speed is turned all the way up.

«Ifit s, turn the dwell speen knob
counterclockwise.

Engraving head does not lower to
the surface.

* Proximity setting or surface setting is
not set.

« If table has proximity switch, turn it on.
« If table does not have proximity switch,
set the surface via the “Set surface/Lift”

button.

Iroubleshooting
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