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Introduction 5

1 Introduction

About This Manual

This manual is designed to provide you with information about your Vision Series 4 Controller,
Engraver or Router. Beginning with unpacking the machine and continuing through installation,
operation and maintenance, this manual does not attempt to teach the user how to become an expert in
engraving, computer usage, or engraving software usage. Some previous knowledge of engraving
terms and the engraving process is certainly beneficial. For information on the Vision Engraving
Software, see the Vision Engraving Software manual. For more information on your individual
computer system, see your computer's user manual or contact your computer distributor.

To begin, locate the White/Blue Dongle or Orange Dongle or USB
Stick included with your machine in the Accessories Box

Important Note:

The Vision software is available in two versions; one with a dongle, and one
that is "dongle-less" and is loaded on to a USB Memory stick.

If your machine was delivered with, or you currently have the white/blue or
orange software dongle, DO NOT LOSE IT!

The Vision software will NOT run without the dongle plugged into the
computer.

USB Sticks

© 2015 Vision Engraving Systems
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1.1

Disclaimer and Warranty Information
Limits of Liability / Disclaimer of Warranty

The information contained within this manual has been carefully checked and is believed to be accurate,
however, Vision makes no representations or warranties for this manual, and assumes no responsibility
for inaccuracies, errors, or omissions that may be contained within this manual. In no event shall Vision
be liable for any loss of profit including (but not limited to) direct, indirect, special, incidental,
consequential, or other damages resulting from any defect or omission in this manual, even if previously
advised of the possibility of such damages.

In the interest of continued product development, Vision reserves the right to make improvements to this
manual and the products it describes at any time, without notice or obligation.

Limited Warranty:
Vision Computerized Engraving and Routing Systems (and Retrofit Tables)

Vision Computerized Engraving and Routing Systems (Vision) warrants that for a period of two (2)
years from the date of shipment to the original purchaser of either a Series 4 Controller, Phoenix, Vision
or Table Retrofit (the System), that the System will be free from defects in material and workmanship
under normal use and service. Upon written notification, we will transfer the remaining warranty to a new
customer. This warranty shall cover all elements except for items covered by separate
manufacturer’'s warranties and consumable items. “Consumable” items include, but shall not be limited
to, belts, brushes, lubricants, and cutters furnished with the System, for which no warranty is provided.

In the event a defect is discovered during the warranty period, within thirty days of discovery, but no
later than the last day of the warranty period as described above, the user shall contact Vision for
instructions regarding disposition of the problem. Vision shall, at its option, either (1) repair the affected
product with new or refurbished parts, or (2) provide a replacement. Any incidental costs, including the
cost of shipment from the user’s location to the point of repair and return, and any installation performed
by the user, shall be at the expense of the user.

This warranty covers normal use only and shall be void in the event that the System is altered or
modified without authorization by Vision, or is subject to abuse, neglect, or other misuse by the user.

The warranties for Third-Party Hardware and Third-Party Software shall run directly from the
manufacturers of such hardware and software to the user. Vision makes no warranties, expressed or
implied, with regard to Third-Party Hardware or Third-Party Software.

© 2015 Vision Engraving Systems
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Vision does not warrant any product, component, or part not manufactured by Vision that was not
supplied by Vision. (Third-party items, including but not limited to software, are subject to their own
manufacturer’s warranties.) Vision does not warrant defects caused by a failure to provide a suitable
environment for the system, by unauthorized attachments, by modifications or repairs other than by
Vision, by use of the System for other than its original intention, or by other misuse or abuse of the
System.

Extended Warranty

An Extended Warranty may be purchased which extends the terms of the original equipment Warranty
in 1 year increments for a period of up to 30 days after the original equipment Warranty expires. An
Extended Warranty may also be purchased for a period of up to 30 days after an existing Extended
Warranty expires. Extended Warranties cannot be purchased on any equipment that is 7 or more years
old, or if there is a Lapse of Warranty. Age of equipment is determined from the date of shipment to the
original buyer.

Lapse of Warranty

If an Extended Warranty is not purchased within 30 days of the expiration of the original equipment
Warranty, or within 30 days of the expiration of an existing Extended Warranty, the equipment will be in
Lapse of Warranty. An Extended Warranty can never again be purchased for any equipment that is in
Lapse of Warranty. It is the responsibility of the purchaser of the equipment to maintain accurate
records and to know the expiration date of any Warranty.

The above and foregoing is the only warranty of any kind, either expressed or implied, by statute or
otherwise, regarding the System, its fitness, quality, merchantability, or otherwise. Any warranties
implied by law are hereby expressly disclaimed. No oral or written information or advice given by Vision,
its Dealers, Distributors, Agents, or Employees shall create a warranty or in any way increase the
scope of this warranty. Neither Vision, nor anyone else who has been involved in the creation,
production, or delivery of the System shall be liable for any direct, indirect, consequential, or incidental
damages (including damages for loss of business profits, business interruption, loss of business
information, and the like) arising out of the use of, or inability to use, the product.

Any software supplied by Vision in conjunction with the purchase of the System for use therewith shall
be governed by its own separate software license and warranty agreement.

Terms and Conditions are subject to change
For Warranty Service Call: (602) 439-0700
Please have your machine serial number ready before calling.

Vision Engraving & Routing Systems is owned and operated by Western Engraver's Supply, Inc.
Phoenix, Arizona, USA

© 2015 Vision Engraving Systems
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1.2

Safety Precautions

» Keep hands clear of the bottom of the spindle during operation.

» There are no user serviceable parts inside the controller. Please contact qualified service personnel
for service issues.

» Openings are provided in the controller box for ventilation. Do not cover the openings or place the
controller in an environment where the openings may become blocked.

» Never insert anything into the ventilation openings. Doing so may create a danger of electric shock.

» Do not expose the equipment to rain or use it near water. You can clean the controller with a damp
cloth, but be sure to unplug the unit first.

» Always stop the machine before making any adjustments.

» Do not operate the equipment with the covers removed.

» Wear safety glasses when cutting any materials that emit chips.
» Use extreme caution when inserting or removing cutters.

» Before any servicing, disconnect the power cord.

» To avoid electric shock or equipment damage, ensure that the equipment is connected to the
appropriate electrical source as noted in the installation procedures.

» Never operate the equipment with damaged or frayed power cords, loose connections, or exposed
extension cords where the cord could create a tripping hazard.

» Be sure to hold the plug, not the cord, when disconnecting the equipment from an electrical socket or
power source.

» Place the equipment in a location with low humidity and a minimum of dust. Avoid placing the
equipment in direct sunlight or in locations with excessive heat. Follow the maintenance instructions
for proper cleaning of the controller air filter.

> If your equipment does not operate properly; in particular, if there are any unusual sounds or smells
coming from it, immediately unplug it and contact a service technician or your local distributor.

» Unplug the machine when it is going to be left unused for an extended period of time.

© 2015 Vision Engraving Systems
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2 Series 4 Controller Installation

In the following sections, equipment and Vision software installation will be outlined. There are three
connection configurations possible to the Series 4 Controller of your Vision Engraver or Router.

The first is a direct cable connection of the Series 4 Controller to your computer via the network port.
There is a special "crossover" cable supplied with the Controller for this connection type. This
configuration is for a stand alone computer that is NOT connected to a WIRED network or internet. The
Controller can be connected to a computer that is connected to a wireless network in this manner.

The second configuration is for connection to the Series 4 Controller through a wired network using a
standard network cable (DO NOT use the crossover cable when connecting to a network). In this
configuration, the Controller will be recognized as a network device. Connection to the Controller in this
manner is the easier of the two connection types. If there are no network connections available, a
network hub can be added to allow connection of the Controller to your network.

The third configuration is for a connection from the computer to a hub (or router) and then to the
controller. This is WITHOUT a computer network. Standard Ethernet cables are used in this
configuration.

Please call your distributor or the service department at Vision for assistance if you are having problems
making these connections.

ITIS HIGHLY RECOMMENDED THAT THE COMPUTER USED TO OPERATE THE VISION
ENGRAVER OR ROUTER BE CONNECTED TO THE INTERNET. THIS ALLOWS THE USER TO
ALLOW VISION'S TECHNICAL SUPPORT TO ACCESS THE MACHINE AND TROUBLESHOQOT IF
NECESSARY.

© 2015 Vision Engraving Systems
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2.1  Computer Requirements

Minimum System
Requirements

CPU:

Hard Drive:

RAM:

Operating System:

Ports:

Suggested System
Requirements

CPU:

Hard Drive:

RAM:

Operating System:

Ports:

2.2 Controller Connections

Dual Core (2.0GHz or higher)

500 GB free space

1GB + OS Requirements

Windows 10 - 32 Bit & 64 Bit

Windows 8 & 8.1 - 32 Bit & 64 Bit

Windows 7 - 32 Bit & 64 Bit

Windows XP SP3 - 32 Bit (64 Bit not supported)
USB port for security dongle

Local or network Ethernet port to connect machine

Core i3 (or faster)

1 TB (or more)

4GB + OS Requirements
Windows 10 - 32 Bit & 64 Bit
Windows 8 & 8.1 - 32 Bit & 64 Bit
Windows 7 - 32 Bit & 64 Bit

USB port for security dongle

Local or network Ethernet port to connect machine

On the front of the Vision Series 4 Controller, the power switch is located on the left side of the

controller.

Vision Series 4 Controller (front view)

—— Power Switch

SERIES 4 CONTROLLER

W NTCTHEN G TV, O

© 2015 Vision Engraving Systems
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On the rear of the Vision Series 4 Controller, there are four main connection ports and nine additional
ports for use on certain machine models. All Controllers will use the Power Input port, the Ethernet port,
The Table port and the Pendant port. Select machines, or machines with optional accessories, may
use the Auxiliary table port, the Vacuum port, the 90V Spindle port, the Pump/Mist port, the Analog
Spindle port, the Mod/Bus port, or 3 Drive ports reserved for special use.. A picture of the back of the
Controller is shown below.

Vision Series 4 Controller (rear view)

s~ Table Port PumpiMist Port —
— Pendant Port F Additional Ports / /— Vacuum/Aux Port /
| / .
\ /;f' I'| i / — 90V Spindle Port /

\ —— Auxiliary Table Port
— Ethemnet Port

— Additional Port if B Dot =

Fan Cover —

Connect the power cord to a power source (110 - 240VAC, depending on model - Each Controller will
have the proper required input voltage labeled), then plug the power cable into the port on the back of
the Controller. Plug in the network cable (or the crossover cable) to the back of the Controller and either
plug the network cable into your network (or hub), or using the crossover cable, plug into the network
port on the back of your computer. Plug the Pendant cable into the Pendant port and plug the Table
cable into the Table port.

NOTE - The crossover cable is colored gray.

© 2015 Vision Engraving Systems
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2.2.1

Pendant Holder Installation for Phoenix 1212, 16 Series and 25 Series

machines
Your machine is shipped with an optional Pendant Holder to give the user a place to secure the
Pendant.

To install the Pendant Holder on the Phoenix 1212, follow the below procedure.

Phoenix 1212 Pendant Holder
Installation

Step 1- Locate the 3 nuts Step 2 - Remove nuts with wrench

Step 3 - Mount Pendant Holder Step 4 - Mount Pendant in Holder
and re-install nuts

© 2015 Vision Engraving Systems
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To install the Pendant Holder on the 16 Series machines, follow the below procedure.

16 Series Pendant Holder
Installation

Step 1- Locate the 3 screws Step 2 - Remove screws with allen tool

Step 3 - Mount Pendant Holder Step 4 - Mount Pendant in Holder
and re-install screws

13
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To install the Pendant Holder on the 25 Series machines, follow the below procedure.

25 Series Pendant Holder
Installation

Step 1- Locate the 3 nuts Step 2 - Remove nuts with wrench

Step 3 - Mount Pendant Holder Step 4 - Mount Pendant in Holder
and re-install nuts

© 2015 Vision Engraving Systems
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2.2.2 Direct Connection to Computer

Direct Connection to Computer Using Crossover Cable

-

\\ " Vision Machine | W
or Controller ) |

Once the controller is connected directly to your computer's network port with the crossover cable (the
gray colored cable), turn the controller on.The power switch for the Vision Series 4 Controller is
located on the front left of the Controller. Once the controller has initialized, plug the supplied Vision
USB drive into an available USB port on your computer.

NOTE - This installation is performed on a Windows 7 PC. For Windows XP, Windows 8, Windows 8.1
or Windows 10, the screens are slightly different.

The computer will recognize the USB drive
and the following screen will appear. Select Open folder to view files.
Select Continue without scanning.

- fa
oot Wi i O AutoPlay [E=—
—_— Do you want to scan and fix Vision (F)? e
There might be a problem with some files on this device of disc. This 0 Vision (F)
can happen if you remave the device or disc before all files have

Been witien o it

Always do this for pictures:

%+ Scan and fix {recommended)

This will prevent fubure problems when copying files to this Pictures options

device or disc

so| Import pictures and videos
!‘.rl ) Vindows

=+ Continue without scanning

General options

Open folder to view files
| using Windows Explorer
‘,fjo Use this drive for backup kl
ay U Vindowss Backuf
\1 Speed up my system

View more AutoPlay options in Control Pane

© 2015 Vision Engraving Systems
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Locate the file named Start and double click on the file to start the installation. The screen below shows

Start.exe, but your computer might not show the .exe portion.

O » Computer » Vision (F} »

Organize = = Open Mew lolder
. -
Favorites
B Desktop Camera
+» Recem Places cdmodata
4 Downloads ClipArt
Connectivity Manager
Libraries Furrwware - Seres 1 and 2 Controllers
Documents Fants
o Music USB1oseria
. Pictures Vision Machine Tools vi
h Videos Vision Pro dongle drive
Wision Screen Backrownds
& Computer

Wision Series 1 and 2 Controdler Dyivers
& Local Disk (C]
W OV Drive (D) Fe

Wision Series 3 Controller Drivers

Wisian\W
@ vision (F) Vo
Camera AUTORLUNENF
cdmodata praductsin
Clipan peoducislc

Connectivity Ma Fopad me. 1t

Firmrware - Serie slcdmenucdi

Fonts SLCDMEMNLEXE.manifest
USBtoSeria 9 Starteve

Vision Machine Vigion Softwar &,..
Vision Pro dong ™ d VISIORLICT

- Start.exe 3072010 1247 PM
o A 340 KB

Select Step 1 - Setup Machine. This installs the Vision Connectivity Manager software.

& Vision Software

Vision Engraving & Routing Systems
Machine setup & software installation

Step 1 - Setup Machine

Step 2 - Install Vision Software

Optional Items

DACS camera (Machine Tools)

Install open drivers

Explore Memory Stick

et

© 2015 Vision Engraving Systems
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When the software is installed, select Finish.

InstallShield Wizard

InstallShield Whizard Complete

Setup has inizhed installing Connectiity Manager on your
computar

[ o |
'

The Connectivity Manager will search for available Vision devices.

Discover Maching Took - -

¥ My Computer
= Vision Express Engraver (15083)

Closa

© 2015 Vision Engraving Systems
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The computer's IP address will need to be set. NOTE - this should not cause any conflicts with your
computer's wireless IP address, which is determined by the computer's wireless network card. To set
the computer's IP address, open the Window's Control Panel. Depending on how you have this folder
set, you will either see Network and Internet, or you will see the Network and Sharing Center
immediately. If you see Network and Internet, select View Network Status and Tasks (which opens the
Network and Sharing Center). If you see the Network and Sharing Center, open it. Then select Local

Area Connection (as shown below).

K3 & » ComoiPanel A Cormrol Panel hems » Metwork and Sharing Cereer

Contred Panst Homa
r basic networl information and set up connections

x > ¢
T compater

Change sdecier wising)

Change adwvanced iburing
Vitsh yiuad BCEWE SELmOTIS
wialenengravers.oom ALOEE TP Imermes

Doman refwork Connections

Changs your setmorking WSO

% =
S i & eiesh, Deoaband, dil-up, 50 A0 OF VPN DORMETTAN OF SE1 D & MOUMS OF BOOEIS [l
=
Conneect 0f neconnedt to & sereless. wised, dial-wp. of WPN network conmection
<%
Acvews fiber and previen kocated on ot network comprten, o0 changs thanng wengs
- ;]
[ragrow ard repar artmcrl protlema, of o0t ioubisshochag miomaton
HometGmap
Imemet Cptions
Wiraoat Fuews
Select Properties.
¢ Local Area Connection Status s
1
General
Connection
TPwd Connectivity: Internef
IPwé Connectivity: Ho Internet access
Media State: Enabled
Duration: 00:35:45
Spead: 100.0 Mbps
Datails...
Activity
-
Sent L! Received
-
i
Bytes: 3,435,157 22,049,839
"y Froperties “p Disable [ Diagnose
Close

© 2015 Vision Engraving Systems
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Then, select Internet Protocol Version 4 (TCP/IPv4).

4 Local Area Connection Properties

MNetworking

Connect using:
l‘:_ﬁ Broadcom 440x 10/100 Integrated Controller

This connection uses the following items:

-+ Client for Microsoft Networks

W 5005 Packet Scheduler

] &File and Printer Sharing for Microsoft Networks
Wl i Internet Protocol Version 6 (TCP{IPvE)

W i Internet Protacol Version 4 (TCP/IPw4)

¥ i Link-Layer Malagy Discovery Mapper fO Driver
W .4 Link-Layer Topology Discovery Responder

| |

Allows your computer o access resources on a Microsoft network.

Install...

Descrption

Uninstall |

Properties

[ 0K J [ Cancel

)

Then select Properties. Select Use the following IP address: and enter 192.168.5.100 and set the

19

Subnet mask to 255.255.255.0 as shown. Then select OK and close any other network configuration

windows.

I Local Area Connection Properties

Internet Protocal Version 4 (TCP/TPv4) Properties

=]

Metworking

Connect using:

General

l‘-? Broadcom 440x 10/100 Integrated Controller

This connection uses the following items:

1% Client for Microsoft Networks

] 5005 Packet Scheduler

o] &File and Printer Sharing for Microsoft Networks
W i Internet Protocol Version 6 (TCP/IPvE)

LA Internet Protocol Version 4 (TCP/IPv4)

¥l i Link-Layer Topology Discavery Mapper If0 Driver

¥l i Link-Layer Topology Discovery Responder

Properties,
Description

Transmission Confrol Protocol/intemet Protecol. The default wide
area network protocol that provides communication across
diverse interconnected networks.

Urninstal

[ OK J [ Cancel

You can get IP sattings assigned automatically if your netwerk
supports this capability, Otherwise, you need to ask your network
administrator for the appropriate IP settings.

Obtain an IP address avtomatically
@ Use the fallowing 1P address:

1P address: 192 .168 . 5 . 100
Subnet mask: P55 . 255 .255. 0
Default gateway:

Obtain DNS server address automatically
Q) Use the following DNS server addresses

Preferred DNS server:

|| validate settings upon ext

Alternate DNS server: o 3 & ‘
1
1
1
1
|

© 2015 Vision Engraving Systems
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The IP address of the machine will need to be set to set up the connections properly. Select the + box
next to the machine now listed in the Discover Machine Tools window to expand the information. Then

select Configure (Your Machine) at the bottom of the screen.

4 i My Computer
>
£ 192,168,061 [ 255.255.255.0 [ DHOP
e 169, 254.42,115 [ 255,255,000 | Locallink
2P Current Connections

Wiskon Express Engraver (15983) Is ready. Configure Vislon Express Engraver [15983] ...
Update Vision Express Engraver {15983) _.

Closa

) ) .
7 Discaver Macie Tools SEEE X

Select Use Static IP.

Configure Vision VE810 s4 (15535) .. [

@ Use DHCP

Select this option, if you have a DHCP server in your nebwork.
The machine tool will obtain network settings automatically.

If the machine tool does not come back online after few seconds,
please power-cycle the machine tool.

._kljse Static IP
Select this option to statically assign an IP address to the machine

tool. The IP address should be in one of the networks configured
on this computer, and should be unique in that network.

o ][ onen

© 2015 Vision Engraving Systems
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Set the IP address (as shown) to 192.168.5.101, then select OK. This sets the machine's IP address.

Configure Vision VE810 s4 (15535) .. e
Use DHCP

Select this option, if you have a DHCP server in your nebwork.
The machine tool will obtain network settings automatically.

If the machine tool does not come back online after few seconds,
please power-cycle the machine tool.

@ Use StaticIP 192 . 168 . 5 . 101

Select this option to statically assign an IP address to the machine
tool. The IP address should be in one of the networks configured
on this computer, and should be unique in that network.

Cancel |

Loyl
The configuration is complete at this point. Close the Discover Machine Tools window and return to the
Main Installation Screen to proceed with the Vision software installation in the next section.

© 2015 Vision Engraving Systems
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2.2.3

Network Connection

Connecting via Standard Network Cable to Network

PC

"
o

e

™ Network ’ Vision Machine ’ J

\/ ‘ or Controller
/

Once the controller is connected to your network, turn the controller on. The power switch for the
Vision Series 4 Controller is located on the front left side of the controller. Once the controller has
initialized, plug the supplied Vision USB drive into an available USB port on your computer.

NOTE - This installation is performed on a Windows 7 PC. For Windows XP, Windows 8, Windows 8.1

or Windows 10, the screens are slightly different.

The computer will recognize the USB drive

and the following screen will appear.
Select Continue without scanning.

- S
= Micrasoft Windows i

g DO you want to scan and fix Vision (F)?

There might be a problem with same files on this device or disc. This
can happen if you remave the device of disc before all files have
Deen wiithen to it

2 Scan and fix (recommended)
This wall Dfl.":l:.'ﬂ future problems when Copyng files to this
device or disc

=+ Continue without scanning

Select Open folder to view files.

(U AutoPlay @é

G‘v’ision (F)

Always do this for pictures:

Pictures options

& al Import pictures and videos

General options
Open folder to view files

| using Windows Explo

:,ﬁ & Use this drive for backup k

oy S Vindowes Backur

Lj_ Speed up my system

View maore AutoPlay options in Control Pane|

© 2015 Vision Engraving Systems
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Locate the file named Start and double click on the file to start the installation. The screen below shows
Start.exe, but your computer might not show the .exe portion.

O » Computer » Vision (F} »

Organize = = Open Hew folder
; -
Favorites
B Desktop Camera
iy Recent Places cdmodata
4 Downloads ClipArt
Connactivity Manager
Libraries Furrwware - Seres 1 and 2 Controllers
Documents Fonts
o Music USB1oseria
. Pictures Vision Machine Tools vi
B videos Vision Pro dongle drive
Wision Screen Backrownds
& Computer Vision Semes 1 and 2 Controdler Drivers
& Local Disk (C] Vision Series 3 Controller Drivers
W OV Drive (D) Fe VisianW
@ vision (F) Vo
Camera AUTORLUNENF
cdmodata praductsin
Clipan productsdcd
Conmectnity Ma Readme.bit
Firmiware - Serie slcdmenu.cdi
Fonts SLCDMEMNLEXE.manifest
USEtoSeria 9 Starteve
Vision Machine WVigion Softwar &l'.
Vision Pro dong ™ d VISIORLICT

- Start.exe 3072010 1247 PM
o A 340 KB

Select Step 1 - Setup Machine. This installs the Vision Connectivity Manager software.

&3 Vision Software liz-J

Vision Engraving & Routing Systems
Machine setup & software installation

Step 1 - Setup Machine

Step 2 - Install Vision Software

Optional Items

DACS camera (Machine Tools)

Install open drivers

Explore Memory Stick
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When the software is installed, select Finish.

InstallShield Wizard

InstallShield Whizard Complete

computar

Setup has finizhed installing Cannectiity Manager on your

| Fln'ih |

The Connectivity Manager will search for available Vision devices.

Dietepot Muaehires ook

¥ My Computer
= Vision Express Engraver (15083)

Closa

The configuration is complete at this point. Close the Machine Tools Discovery window and return to
the Main Installation Screen to proceed with the Vision software installation in the next section.
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2.2.4 Using a Network Hub - ONLY

Connection from PC to Hub or Router to Machine or Controller

PC

™ Hub ’ Vision Machine | J

\7{_:] or Controller e

Once the controller is connected to a hub or router, and the hub or router is connected to your
computer's network port, turn the controller on. The power switch for the Vision Series 4 Controller is
located on the front left of the Controller. Once the controller has initialized, plug the supplied Vision
USB drive into an available USB port on your computer.

NOTE - This installation is performed on a Windows 7 PC. For Windows XP, Windows 8, Windows 8.1
or Windows 10, the screens are slightly different.

The computer will recognize the USB drive
and the following screen will appear. Select Open folder to view files.
Select Continue without scanning.

- fa
ot aces o U AutoPlay = i
—_— Do you want to scan and fix Vision (F)? e
There might be a problem with some files on this device of disc. This 0 Vision (F)
can happen if you remave the device or disc before all files have

Been witien o it

Always do this for pictures:

%+ Scan and fix {recommended)

This will prevent fubure problems when copying files to this Pictures options

device or disc

so| Import pictures and videos
!‘.rl ) Vindows

=+ Continue without scanning

General options

Open folder to view files
| using Windows Explo
‘,fjo Use this drive for backup kl
ay U Vindowss Backuf
\1 Speed up my system

View more AutoPlay options in Control Pane
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Locate the file named Start and double click on the file to start the installation. The screen below shows

Start.exe, but your computer might not show the .exe portion.

O » Computer » Vision (F} »

Organize = = Open Mew lolder
. -
Favorites
B Desktop Camera
+» Recem Places cdmodata
4 Downloads ClipArt
Connectivity Manager
Libraries Furrwware - Seres 1 and 2 Controllers
Documents Fants
o Music USB1oseria
. Pictures Vision Machine Tools vi
h Videos Vision Pro dongle drive
Wision Screen Backrownds
& Computer

Wision Series 1 and 2 Controdler Dyivers
& Local Disk (C]
W OV Drive (D) Fe

Wision Series 3 Controller Drivers

Wisian\W
@ vision (F) Vo
Camera AUTORLUNENF
cdmodata praductsin
Clipan peoducislc

Connectivity Ma Fopad me. 1t

Firmrware - Serie slcdmenucdi

Fonts SLCDMEMNLEXE.manifest
USBtoSeria 9 Starteve

Vision Machine Vigion Softwar &,..
Vision Pro dong ™ d VISIORLICT

- Start.exe 3072010 1247 PM
o A 340 KB

Select Step 1 - Setup Machine. This installs the Vision Connectivity Manager software.

& Vision Software

Vision Engraving & Routing Systems
Machine setup & software installation

Step 1 - Setup Machine

Step 2 - Install Vision Software

Optional Items

DACS camera (Machine Tools)

Install open drivers

Explore Memory Stick

et
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When the software is installed, select Finish.

InstallShield Wizard

InstallShield Whizard Complete

Setup has inizhed installing Connectiity Manager on your
computar

[ o |
'

The Connectivity Manager will search for available Vision devices.

Discover Maching Took - -

¥ My Computer
= Vision Express Engraver (15083)

Closa
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The computer's IP address will need to be set. To set the computer's IP address, open the Window's
Control Panel. Depending on how you have this folder set, you will either see Network and Internet, or
you will see the Network and Sharing Center immediately. If you see Network and Internet, select View
Network Status and Tasks (which opens the Network and Sharing Center). If you see the Network and
Sharing Center, open it. Then select Local Area Connection (as shown below).

Q Jvi? v Contyod Paned » AN Control Panel hems » Metwork and Sharing Cener e o
Contrea Panst Hom @
Aol View your basic network information and set up conn
Change adag tng ~ I'
hange advanced 1hunng
bt BsCLtILAY srucrengraerLEom triire
Tha compater
Wit Ol STwe SeTmdihs
vishnengravers.oom Aocess ope Imerrar
Domun redwork Connectione «
Changs your aetmoriing WiSngL
T Gon s wenstiess, DeoadbEan dislsap, a0 A0, OF VPN COMSECTION f SELUD & SOUSST O SO0 poiaL
- 4
Connect or recannect in » mereless. wited, diab-ep, or VPN netwosk consection
<%
Acvews fiber and previen kocated on ot network comprten, o0 changs thanng wengs
-]
[ragrow ard repar artmcrl protlema, of o0t ioubisshochag miomaton
HOmeGItD
Fremet Options
Wiraoat Fuews
Select Properties.
& Local Area Connection Status o
General
Connection
TPwd Connectivity: Internef
1P Connectivity: Mo Internet access
Media State: Enabled
Duration: 00:35:45
Spead: 100.0 Mbps
| Details...
L |
Activity
-
Sent *! Received
-._ .
Tt
Bytes: 3,435,157 22,049,839
4 VT
"y Froperties =y Disable Diagnose
| Close
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Then, select Internet Protocol Version 4 (TCP/IPv4).

4 Local Area Connection Properties

MNetworking

Connect using:
l‘:_ﬁ Broadcom 440x 10/100 Integrated Controller

This connection uses the following items:

-+ Client for Microsoft Networks

W 5005 Packet Scheduler

] &File and Printer Sharing for Microsoft Networks
Wl i Internet Protocol Version 6 (TCP{IPvE)

W i Internet Protacol Version 4 (TCP/IPw4)

¥ i Link-Layer Malagy Discovery Mapper fO Driver
W .4 Link-Layer Topology Discovery Responder

| |

Allows your computer o access resources on a Microsoft network.

Install...

Descrption

Uninstall |

Properties

[ 0K J [ Cancel

)

Then select Properties. Select Use the following IP address: and enter 192.168.5.100 and set the

29

Subnet mask to 255.255.255.0 as shown. Then select OK and close any other network configuration

windows.

I Local Area Connection Properties

Internet Protocal Version 4 (TCP/TPv4) Properties

=]

Metworking

Connect using:

General

l‘-? Broadcom 440x 10/100 Integrated Controller

This connection uses the following items:

1% Client for Microsoft Networks

] 5005 Packet Scheduler

o] &File and Printer Sharing for Microsoft Networks
W i Internet Protocol Version 6 (TCP/IPvE)

LA Internet Protocol Version 4 (TCP/IPv4)

¥l i Link-Layer Topology Discavery Mapper If0 Driver

¥l i Link-Layer Topology Discovery Responder

Properties,
Description

Transmission Confrol Protocol/intemet Protecol. The default wide
area network protocol that provides communication across
diverse interconnected networks.

Urninstal

[ OK J [ Cancel

You can get IP sattings assigned automatically if your netwerk
supports this capability, Otherwise, you need to ask your network
administrator for the appropriate IP settings.

Obtain an IP address avtomatically
@ Use the fallowing 1P address:

1P address: 192 .168 . 5 . 100
Subnet mask: P55 . 255 .255. 0
Default gateway:

Obtain DNS server address automatically
Q) Use the following DNS server addresses

Preferred DNS server:

|| validate settings upon ext

Alternate DNS server: o 3 & ‘
1
1
1
1
|
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The IP address of the machine will need to be set to set up the connections properly. Select the + box
next to the machine now listed in the Discover Machine Tools window to expand the information. Then

select Configure (Your Machine) at the bottom of the screen.

4 i My Computer
>
£ 192,168,061 [ 255.255.255.0 [ DHOP
e 169, 254.42,115 [ 255,255,000 | Locallink
2P Current Connections

Wiskon Express Engraver (15983) Is ready. Configure Vislon Express Engraver [15983] ...
Update Vision Express Engraver {15983) _.

Closa

) ) .
7 Discaver Macie Tools SEEE X

Select Use Static IP.

Configure Vision VE810 s4 (15535) .. [

@ Use DHCP

Select this option, if you have a DHCP server in your nebwork.
The machine tool will obtain network settings automatically.

If the machine tool does not come back online after few seconds,
please power-cycle the machine tool.

._kljse Static IP
Select this option to statically assign an IP address to the machine

tool. The IP address should be in one of the networks configured
on this computer, and should be unique in that network.

o ][ onen
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Set the IP address (as shown) to 192.168.5.101, then select OK. This sets the machine's IP address.

Configure Vision VE810 s4 (15535) .. e

Use DHCP

Select this option, if you have a DHCP server in your nebwork.
The machine tool will obtain network settings automatically.

If the machine tool does not come back online after few seconds,
please power-cycle the machine tool.

@ Use StaticIP 192 . 168 . 5 . 101

Select this option to statically assign an IP address to the machine
tool. The IP address should be in one of the networks configured
on this computer, and should be unique in that network.

l OK Cancel

J

The configuration is complete at this point. The new IP address should appear in a few seconds in the
Discover Machine Tools window. Close the Discover Machine Tools window and return to the Main
Installation Screen to proceed with the Vision software installation in the next section.

© 2015 Vision Engraving Systems
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2.3

Vision Software Installation

From the Main Installation Screen, Select Step 2 - Install Vision Software.

&3 Vision Software

Step 1 - Setup Machine

Step 2 - Install Vision Software

Optional Items

DACS camera (Machine Tools)

Install open drivers

Explore Memory Stick

Vision Engraving & Routing Systems
Machine setup & software installation

e

The Windows Installer will prepare the installation.

Windows Installer

J-E' Préparning i instal
g
k Cancal

Select Next.

_ﬂ Vision Software Setup

Welcome to the Vision

Software Setup Wizard

The Setup Wizard will install the Vision manuals, tutorial videos
and machine update files on your computer, Click "Next™ to
continue or "Cancel™ to exit the Setup Wizard,

Mext > Cancel
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Select Install.

ﬂ Vision Software Setup “

Ready to Install
The Setup Wizard is ready to begin the Vision Software installation

Click "Install" to begin the installation. I you want to review or change any of your
Installation settings, dlick "Back”. Click "Cancel” to exit the wizard.

Advanced Installer

[ <sack [ s Cancel

I.J [

The installation will proceed.

ﬂ Vision Software Setup “

Instaling Vision Software a

Flease wait while the Setup Wizard installs the Vision manuals, tutonial videos and
machine update files. This may take several minutes.

Status:
- ———

Advanced Installer

Select the appropriate language and select OK.

VisionPro - InstallShield Wizard ]

Select the language for the installstion from the choices below.
Pt

[English -

33
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Installation will proceed.

VisionPro - InstallShield Wizard

1 izionPro Setup s prepanng the InstallSheld Wizard, which will guide
you through the rest of the setup process, Please wait.

| Concel |

Select Next to begin the installer.

Vision Express 9 Setup )

Select Accept the license agreement, then select Next.

Wisicn Express 5 Selup “‘

CADUNK LCENSE AGREEMENT
Yiou shoukd o i the doligwing ieems. and condions befes contneing with
e nuisliaron of tin vowees peogram bom CADbrk Technslogy Corporsson,
[CADdnk]. B you do not agree wih hese lerms. you should rebem the sofwarm and
BETomEaT G beCary eecs withis § busngti diy of okt and your mosy wil b
k o o oo i s s et 1 4 R
A o0 SORWAIT AN BCDILES RS W8 WO B35UTE
ol i pofemng tn ncharos ynur iweded sty mnd for
T ol R 1 SoRean

HOTE: A secusty drace miy sccompasy he sohwan
purchased byyou § such secusty devies accompasien fo sofwers you purchsved. d i gused v
mes durng

apeeston oithe solwars i he race 18
¢ nALe Sadicannd 12
CRTHA SORWEIE (TGRS TSt b reparchassed 5T CADRRK'S then ounest
peblished price
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Select Next (or change the destination folder - not recommended).

Vision Express 9 Setup )

Chousn Dwam

Select Next to create the folder.

Wisicn Express 5 Selup “‘
e

35
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The installation will continue.

Nision ENpress § Setup

Satup Bantun

Select your machine from the Manufacturer list on the left side of this window by clicking in the box to

the left of the machine (or machine series) you own. The right side of the window will list a selection of
Output Devices. Only put a check mark in the box(es) to the left of the Output Device(s) you own. Then
select Next. If you purchase another engraving system from Vision, it can be added to the machine list
at a later date from within the Vision software.

InstallShield Wizard

Selectthe cutting devices you wish 1o update

Manufactrer:
Wision Express Ok
= Wizion Engravers 54
Wision VESTD 54 Ok
Wision Mex 54 ok
Wision MexPro 54 0k
Wision Fowtars S4 (24 and smalle ok
Wision Foulers 54 (498" and larger) ok
Wigion Engrevars 53 ] 8
Wision Mex 53 ok
1Wision MesxPro 53 il 4
“ision VEB10 53 oK
Wision Routers 53 (24 and smalle Ok
ision Routars 53 (46" and larger) ok
Wizion Engrevrers 51 and 52 Ok

=X

Ciusput Dievice:

“izion 1612 54 0K
1Vision 1624 54 0K
Fintany Photo Engrawve 54 0K
Vision 2424 84 0K
Wision 2448 54 oK
“izion ADA Braille 54 0K
Wigion AL Faised 54 0K
Vision ADA Visual 54 oK
Phognivision Canter Ongin S4 0K
“ision Cylindrical 54 oK
Vision DACS 84 0K
1izion Rotany Attachmant 54 oK

¢ Back [ [ cancel
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Select Continue to install True Type fonts and Vision Engraving Fonts on your computer.

Font Installation

Welcome to the Vision Express Font Installation Wizard. To use afontin
Yision Express, it must be installed,

Clicking Continue will start the installation of TrueType fontsand Vision Fro
WEF fonts.

[ s || comne kl

The software will look for True Type fonts on your computer and allow the Vision software to use them.

Install TrueType Fonts

Mo installing TrueType and OpenType fonts
that are present an your system

Installing fonts...

341 fonts found.

Once the True Type fonts are installed, select OK.

Install TrueType Fonts ﬂ

0' The TrueType fonts have been installed.

k
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In this step, the software will install any Engraving fonts on your computer.

e

Install All Fonts On Local Disks

Installing Vision VEF forts which may be present on your system,

The installation of fonts may take some time.
Pressing the <Esc> keywill abort the installation.

Searching in C\Frogram Files (x88)\CorelCorelDRAW Graphics Suite
H*EDrawACustombediaStrokes\Symbols.

When complete, click on OK.

Install All Fonts On Local Disks

The fonts have been installed.

OK

In order to install the fonts on the USB drive, select A Removable drive and from the drop down list,

select the drive letter for the Vision USB drive plugged into your computer.

Install Vision VEF Fonts oty

“ou can install Vision Express fonts and clipar from a CD o0 other media now. Insen or atach the
metha on which hese fles are avadable hien select one of the options below. You may slso install
all or pan of these fones bater by selecing he Install Fonts option of #ie Fila men in Wision Express

Inatall Vision Express fonts and chpar from

" Vision Express Fonts and Clipart CD

& ARemoveshle dive (ax flask) Fi ~]

" Metwork locsfion

[e ] oo
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Series 4 Controller Installation

Select OK to install to the default folder.

Install Vision VEF Fonts

[+ Copythe fonts and clipar ta the hard drive for increased performanca
(all of them will take about 360 MB of hard drive space).

Destination Folder

Browse,..

oK i! Cancel |

Select OK. All fonts and clipart have been installed from the USB drive at this time.

Install Vision VEF Fonts sl

The fonts have been installed.

OK

Select OK to return to the main installation screen.

Font Installation w

Thank you for using the Wision Express Font Installation Wizard. Maore fonts
may be installed later by selecting the Install Fonts option of the File menuin
“ision Express.

Ok,

39
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To complete the installation, select Finish.

Vision Express 9 Setup

InstallEh

To close the Software Setup window, select Finish.

[ Vision Software Setup

Completing the Vision
Software Setup Wizard

Click the "Finish™ button to continue to the Vision Engraving &
Routing Software installation.
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Select Exit to close the installer.

&3 Vision Software [ﬁ

Vision Engraving & Routing Systems
Machine setup & software installation

Step 1 - Setup Machine
Step 2 - Install Vision Software

Optional Items

DACS camera (Machine Tools)

Install open drivers

Explore Memory Stick

NOTE - If your machine was equipped with the DACS Camera System, click on the optional item
"DACS camera (Machine Tools), then proceed to Section 5 in this manual.

The Vision manuals icon should now appear on your computer's desktop along with an icon for your
version of Vision 9 software.

4

06

Vision Pro 9

Vision
NELTELS

Clicking on the Vision manuals link will give the user access to User Manuals, Installation Guides,
Accessories and Training Videos.

If you were supplied with an Orange Dongle (orange USB stick), keep it installed in your computer's
USB port in order to use the Vision software. If you were supplied with another color USB stick with
your machine, it can be removed at this time from your computer. Installation is now complete.

© 2015 Vision Engraving Systems
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3 Operation

3.1 The Pendant Controls

The Pendant controls all of the movement and speeds of your Vision engraver or router. Below is a
picture of the Pendant. The function of each button is explained below.

Prox: (Aute) Jog= NED
Spin: OFFf (aute) RFH: 12688
Uac: OFF (auto) Drives: OFF
Feed Rate: 2.00 Z Speed: 2.00
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XY SPD XY SPD

XY Speed + and - Buttons - These buttons control the engraving speed of the
machine. You can change the engraving speed depending on the type of material you are engraving
and the type of cutter you are using. If you are using a diamond drag cutter (non-rotating), you can
generally run the machine at higher speeds. If you are using a rotary cutter, you will need to adjust the
speed depending on what type of material you are cutting. Harder materials, such as acrylic and
engraver's brass, will need to be engraved at slower speeds. Softer materials such as engraver's plastic
can be engraved at higher speeds. A rule of thumb for setting the engraving speed is to start off
engraving at a slow speed, then gradually increase the engraving speed while the machine is engraving.
Increase the speed until you get to a speed where it sounds like the machine is working freely. If your
speed is too fast, the machine will sound like it is working very hard, or putting a heavy load on the
engraving spindle. If this happens, you can possibly dull the engraving cutter or the engraving quality will
not be very good. Fortunately, engraving speeds presets for most materials are sent to the engraver with
the job file. There is much less trial and error as a result.

ZSPD ZSPD

Z Speed + and - Buttons - These buttons control how fast the spindle will move
down into the material. Typically, you can leave the speed at it's maximum setting, unless you are
engraving into hard materials such as acrylic or deep engraving into metals. In cases such as these,
slow the speed down using the Z SPD - button. Again, this is part of the presets sent to the engraver
after a material is selected in the Vision software.

RPM RPM

RPM (Spindle Speed) + and - Buttons - These buttons control the rotational
speed (RPM) of the engraving spindle. You would change the RPM of the engraving spindle depending
on the type of material you are engraving or for different sizes of engraving cutters. The harder the
material you are using, the higher the RPM you would use. Also, the larger the cutter you are using, the
higher the RPM you would use. A rule of thumb for setting the spindle speed is to start out at a higher
RPM. You can gradually lower the RPM while the machine is working. Keep lowering the spindle speed
until the spindle sounds like there is a load (or drag) on the spindle. When you reach that point, you
should turn the spindle speed knob up a little bit. The spindle speed also has presets based on the
material selected in the Vision software.

Start Button- The Start button is used to start the engraving machine. When there is a
job in the machine, the Pendant Screen will display the message "Press START to Go; EXIT to Abort. Z-
up to Prox Restart, Shift/Start - Dryrun". Also, if you have pressed the Pause button to stop the
engraving, pressing the Start button will resume the job.
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Press START to Go: L
EXIT to Abort.

Z=up to Prox Restart
Shift-Start - Dryrun

Jog= MED

[ )
[ RPM: 12000 |
[ J

)

Prox: (Auto)

| vac: 0Ff (auto) Drives: ON

Feed Rate: 2.00

]
[ spin: OFf (auto) |
)

| Z Speed: 2.00

Machine Ready

If a job has been sent to the machine and has been run, the Start button has another feature. If you are
using the Connectivity Manager (not Machine Tools), pressing the Start button after the job has been
run, will recall the job. Pressing the Start button once more will run the same job.

SHIFT

Shift, then Start Button

1, then

When connected via Connectivity Manager - Pressing Shift, then Start with a job in the machine will
perform a dry run of the job with the red pointer on the machine. The red pointer will outline the job to be
engraved. If there is no job in the machine, this function will attempt to connect to your computer and
you will receive the messages "Connecting to host...", then, "Host not responding!" This is normal, as
this button combination is not meant to be used with the connectivity manager.

When connected to Vision Machine Tools - If there is no job in the machine, pressing Shift, then Start
will display a list of jobs that are stored on the computer's hard drive. Use the Y up and down jog buttons
to move the cursor on the Pendant screen to the job to be engraved and then press Enter to select the
job. Pressing Start will run the job. If a job is in the machine and ready to be engraved, pressing Shift,
then Start will perform a dry run of the job with the red pointer on the machine. The red pointer will
outline the job to be engraved.

PAUSE

.| Pause Button - The Pause button is used to momentarily stop the machine from
engraving. If you press the Pause button while the machine is engraving, the machine will lift the cutter
up from the material and stop engraving. The spindle motor and vacuum will power off while in Pause
mode. Pressing the Start (or Enter) button will resume (Continue) the engraving where it left off. To
Cancel the job, use the Y Up or Down buttons to select Cancel, then press the Enter button. When in
Pause mode, the Pendant screen will display:
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Paused. ..

Faused

' = ] Emergency Stop Button - This bution will stop engraving immediately, leaving
the cutter in the down posmon and will power off the X, Y and Z stepper motors and also shut off the spindie motor and
auxliary. Once you have pushed the Emergency Stop Button, you must twist the knob clockwise to release it.
Press the Goto Home button to power up the machine and move the spindle back to the home position.
The job you were running will be canceled. To run a job, send it to the machine again.

JOG
SPEED

Jog Speed Button - The Jog Speed button will toggle the machine's jog speed between
Fast, Medium and Slow. The current jog speed can be seen on the Pendant screen as highlighted
below.

AR

0 ort. ]

Zride to Howinerssthl il
k H Y 0.0000

-0.2500

Jogs MED
RPN: 12000

Prox: (Auto)

[ opin: OFFf (auto)

Hachine Reacdy

>
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X & Y Jog Buttons - The X & Y jog buttons are used to move the
position of the spindle on the T-Slot table work area. This is used to position graphics, or to locate an
area for engraving. The X jog buttons will move the spindle left and right. The Y jog buttons will move the
spindle front to back. As you use the X & Y jog buttons, the Jog speed will determine how fast the
spindle will move and the spindle position will be displayed on the Pendant screen as highlighted below.

Prox: (Auto)
Spin: Off (auto) |
Uac: Off (aute) || Drives:

Feed Rate: 0.70 Z Speed:

Machine Ready

Z Jog Buttons - These will move the spindle up and down. These buttons are commonly
used for setting the surface of your material when you are not using the proximity sensor. The spindle
will jog up and down at the Jog speed displayed on the Pendant screen (medium, slow or fast). As you
use the Z jog buttons, the spindle position will be displayed on the Pendant screen as shown above.

SHIFT

Shift button - The Shift button is used to access different functions. Pressing the Shift
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button will highlight the up arrow in the bottom left corner of the Pendant screen.

SET
SURFACE

Set Surface Button - The set surface button is used to set the surface point of the
material you are engraving. The procedure for setting the surface is as follows:

a) Use the X & Y jog buttons to move the spindle over the material to be engraved.

b) Press the Set Surface button. The Pendant screen will display the message below

Setting Surface A 3.4802

Press SET SURRRGE. " | Y 2.2713

and hold for Ruto 2 .0.402
Prox: (Auto) I Jog= MED

| Spin: Off (auto) | RPIM: 12000 |
lac: OFf (auto) | Drives: ON '
Feed Rate: Zl.nn | Z Speed: 2.00 |

¢) Lower the spindle with the Z down jog button until you reach the desired position.

d) Press the Enter button to set this as the surface position. The spindle will then move up to its lift
position.

HINT: It is sometimes easier to set the surface right before engraving the job. To do this, send a job to
the machine to be engraved. Press Pause. Press Start. The spindle will move to the first point to be
engraved and pause. You can then jog the Z down until you reach the desired Z position, then press Set
Surface, then press Enter to set the surface. Pressing Start will then begin the engraving process..

SET
SHIFT SURFACE

1, then Shift, then Set Surface Button - When you first press the Shift
button, then press the Set Surface button, the red dot laser pointer will power on. Repeating Shift, then
Set Surface will turn the red dot laser point off.
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Goto Home Button - When you press the Goto Home button, the engraver will return to
its home position, which is either the default location in the upper left corner of the T-slot table, or a user
defined home position. Pressing this while a job is running will lift the spindle up, move to the home
position and cancel the job from the machine.

IMPORTANT: When the machine is first powered on, the Goto Home button must be pressed in order to
set the home position of the machine before running any jobs.

SHIFT

, then L& Shift, then Goto Home Button - When you press the Shift button,
then press the Goto Home button, the engraver will return to the top left corner of the T-Slot table and
"re-home". This is used if the machine has lost position for some reason.

SET
HOME

Set Home Button - The Set Home button is used to set a user defined home position. To
define a home position, use the X & Y jog buttons to move the spindle to a point you want to set as the
home position. Press the Set Home button. The message "Home Set." will briefly appear on the Pendant
screen. This position is now set as the home (0,0) position. To reset this home back to the machine's
home position at the upper left corner of the T-Slot table, press Shift, then press Goto Home, then press
the Set Home button.

Setting a Home Using the Red Dot Laser Pointer - The red dot laser pointer can be used to set the
machine's home position. Turn on the red dot laser pointer by pressing the Shift button, the pressing the
Set Surface button. Jog the motion system to the desired location using the X & Y jog buttons and the
red dot laser pointer for positioning. Press Set Home to save the home position in the machine. If you
want to save a hew home position, move the spindle to the desired position and press Set Home as
described above.

SET
SHIFT HOME

, then - If the machine is turned off, the user defined home position will be
replaced with the factory home position. To reset the machine to the user defined home position, Press
Shift, then Set Home. The machine will now use the user defined home position.

= - Goto Limits Button - The Goto Limits button is used to send the motion system to its
upper left corner limits. This button is typically used for troubleshooting purposes only.
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PROX
ON/OFF

Prox On/Off Button - This button allows you to turn the Proximity Sensor on and off. The
Prox sensor enables the machine to determine the Z position of the material. This feature works when
engraving with a nose cone or diamond drag only; it is not designed for non-nose cone engraving or
burnishing. The Pendant screen displays the status of the proximity sensor as (Auto) or Off.

Note: The proximity sensor can be turned on or off from within the Vision Pro software. When the
Engrave icon is selected, the proximity icon can be selected or deselected to automatically turn the
proximity sensor on or off when the job is running.
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Proximity sensor off icon:

SPINDLE
ON/OFF

Spindle On/Off Button - The spindle motor can be either in automatic mode or off. You
can toggle between these two modes by pressing the Spindle On/Off button. When set to (Auto), the
spindle will automatically turn on and off at the beginning and end of the engraving job. If you press the
PAUSE or STOP button, the spindle will turn off for safety reasons. Always make sure you have the
spindle turned on when appropriate, otherwise you may run the risk of breaking your cutter. When
pressing the Spindle On/Off button, the Pendant screen will display the status as (Auto), or Off.

Note: The spindle can be changed to on or off from within the Vision Pro software. When the Engrave
icon is selected, the spindle icon can be selected or deselected to automatically turn the spindle on or
off when the job is running.
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Spindle on icon: L]
Spindle off icon: L]
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SPINDLE

- ON/OFF

, then Shift, then Spindle On/Off Button - When you press the Shift button.
then press the Spindle On/Off button, the spindle motor will start. Pressing Shift, then the Spindle On/Off
button again will shut the spindle motor off. The Pendant screen will display On (Auto) when the spindle
is turned on.

AUX
ONI/OFF

Aux On/Off Button - The auxiliary for an optional vacuum system motor can be either in
automatic mode or off. You can toggle between these two modes by pressing the Aux On/Off button.
The Pendant screen with display either Vac: Off (Auto), or Vac: Off. When set to Auto, it will
automatically turn on and off at the beginning and end of the engraving job. If you press the PAUSE or
STOP button, the vacuum will turn off for safety reasons. Always make sure you have the vacuum
turned on when appropriate to remove chips that will be created during engraving.

Note: The auxiliary can be changed to on or off from within the Vision Pro software. When the Engrave
icon is selected, the auxiliary icon can be selected or deselected to automatically turn the vacuum on or
off when the job is running.
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Auxiliary on icon:
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Auxiliary off icon: F)

AUX
ONI/OFF

, then Shift, then Aux On/Off Button - When you press the Shift button and
then press the Aux On/Off button, the optional vacuum pump will start. Pressing the Aux On/Off button
again will shut the vacuum pump off.

SHIFT
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Numeric Buttons - The Numeric buttons are used when entering
numbers. The Pendant will automatically switch to numeric mode when accessing menu items that
require numerical input. The numbers 0 - 9, as well as the forward slash "/" and period "." are available.

MOVE

L

. Move XY Button - The Move XY button allows the user to move the spindle to an exact
location. Press the Move XY button, then using the Numeric buttons, enter the X coordinate and press
the Enter button. Enter the Y coordinate using the Numeric buttons, then press the Enter button. Press
the Enter button one more time to jog the spindle to these coordinates, or press Exit to cancel this
operation.

ACCESS
JOBS

Access Jobs Button - When connected to Vision Machine Tools - If there is no job in
the machine, pressing Access Jobs will display a list of jobs that are stored on the computer's hard
drive. Use the Y up and down jog buttons to move the cursor on the Pendant screen to the job to be
engraved and then press Enter to select the job. Pressing Start will run the job.

—_—

ENTER |

Enter Button - The Enter button is used to confirm an operation or to select a highlighted
item in the menu system.

EXIT

Exit Button - The Exit button is used to either cancel an operation, or to exit a menu.
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JOB

|

ROTARY
AXIS

| -

Job Time Button - The Job Time button shows the time required to complete the last job.

Rotary Axis Button - The Rotary Axis button allows for the rotary axis to be used. When

this button is pressed, the Pendant screen will display a field to enter the diameter of your item to be engraved. Enter the
diameter of the item using the Numeric buttons and press ENTER. Note: This bution only works when a rotary axs is
present on your machine.

MENU

Menu Button - The Menu button allows access to various options within the Vision

Controller. Pressing the Menu button will display the following Pendant screen. There are controls for Z
Lift Height, Z Cut Depth, Defining a Preset Home Position, Loading a Preset Home Position, Clear
Preset Home, Cylinder Diameter (when using a rotary axis), and Ethernet Connection Settings.

Main Menu
(2 Lift Height

Hachine Ready
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Pressing the Y down button will access the last menu item: Configuration.

Main Menu

i AndiEl -

Hachine Ready @

On certain Vision machines, the second menu page adds options for Digitize and DACS. Those
features are discussed in separate sections.

(Configuration. .

Hachine Ready

To access any of these menu items, use the Y up or down arrows to highlight the menu item, then press
the Enter button. Each of these menu items are described later in this section.

Hint - To quickly scroll to the next menu page, use the Z up or down buttons.
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Note: Many of the following features can be set from the Vision Pro software. When the Engrave icon
is selected, select the icon with three dots to the right of All Tools as shown below. Settings can be
changed for the following items:

Spindle RPM, Cutting Rate, Z-Lift Height, Vacuum (or Aux) On/Off, Preset Home Position number,
Spindle On/Off, Pump (or Misting System) On/Off, Plunge Rate, Z Up Rate, Z Dwell, Proximity
Sensor On/Off, Dry Run On/Off, and Auto Braille On/Off.
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Z Lift Height - This will adjust the distance that the cutter lifts between characters while engraving. Mowve the
cursor to the Z Lift Height using the Y up and down jog butions and press Enter. Using the numeric buttons, enter the
distance you would like the cutter to lift between characters. This number will be in inches or in milimeters, depending on
how the controller is configured. It will showthe units that are being used on the Pendant screen. After the lift
distance is entered, press the Enter button to set this value. Press the Exit button to return to the main screen when
finished.

Z Cut Depth - This will adjust the depth of engraving or routing. It is the distance from the position that you set as the
surface, to the final depth you would like to cut. Move the cursor to the Z Cut Depth using the Y up and down jog buttons
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and press Enter. Using the numeric butions, enter the depth you would like to engrave or rout. This number will be in
inches or milimeters, depending on how the controller is configured. It will show the units that are being used on the
Pendant screen. After the Z Cut Depth is entered, press the Enter button on the controller to set this value. Press the Exit
bution to return to the main screen when finished. Note: The Z Cut Depth is only used if you are not seting the depth of
cutin the Vision software.

Set Dwell Down - This controls how long the spindle will dwell, or wait after initially dropping the cutter down into the
material before mowving in an X/Y direction. This is typically used when engraving into harder materials, alowing the cutter
to plunge to the correct depth before starting to engrave or rout. This number is in miliseconds, so entering a number of
1000 will allow for a 1 second delay. After the dwell time is entered using the numeric butions, press the Enter button.
Press the BExit bution to return to the main screen when finished.

Define Preset Home - The user can store up to 9 preset home positions. Move the cursor to the Define
Preset Home menu using the Y up and down jog buttons and press Enter. The Pendant screen will show
the current number (#) as "Select Pre Home #". Numbers 1 through 9 can be user defined. Use the Z
speed + and Z speed - buttons to select the home position you would like to save. Next, use the X and Y
jog buttons to move the spindle to the position that you would like to use as the home position. Once the
spindle is at the desired location, press the Enter button to store the home position. Press Exit to return
to the main screen. Note: Preset home positions are stored even after the controller has been
powered off.

Load Preset Home - To load a preset home, move the cursor to the Load Preset Home menu using the
Y up and down jog buttons and press Enter. Use the Z speed + and Z speed - buttons to select the home
position you would like to load. Once the desired position is shown on the Pendant screen, press the
Enter button to load the home position. The machine will now use this position as the home position.
Press the Exit button to return to the main screen when finished.

Clear Home - To clear the home position that has been loaded, move the cursor to the Clear Home
menu using the Y up and down jog buttons and press Enter. The home position is now defaulted back to
the upper left corner of the table. Press the Exit button to return to the main screen when finished. Note:
This does not apply to Preset Home Positions, only to the user defined home position set with the
Set Home button.

Cyl Diameter - This menu item is only used when engraving round objects on a machine that supports
the rotary axis. Move the cursor to the Cyl Diameter using the Y up and down jog buttons and press
Enter. Using the humeric buttons, enter the diameter of the item to be engraved. This number will be in
inches or milimeters, depending on how the controller is configured. Once the diameter has been
entered, press the Enter button on the controller to set this value. Press the Exit button to return to the
main screen when finished.

Ethernet Settings - This menu is used to setup the network settings in the Vision controller. There are
two options in the Ethernet Settings menu available after pressing Enter, which are:

1. Specify IP - Pressing the Enter button from this screen will set the Vision controller to DHCP, which
automatically retrieves an IP address from the network server it is connected to. Pressing the Exit
button from this screen will allow you to enter an IP address manually. Pressing Exit again allows the
user to set the sub Net Mask. Please refer to the Machine Connections section for details on network
configuration settings

2. Display IP - This menu is used to show the IP address that the Vision controller is set to. It also shows
the IP address of the PC that is connected to the Vision controller.
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The Configuration Menu - There are three screens to the configuration menu as shown below.

Configuration Menu
[:_'-."ef*sions

Machine Ready

Configuration Menu

(Dry Run Speed

Hachine Ready

Configuration Menu

@uta Braille: Off
Machine Ready
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Configuration - This menu accesses various additional settings, as well as information about the
machine in use. To change of view any of these settings, highlight the Configuration menu and press
Enter. Each of these sub menus are described below:

Versions - Pressing Enter with this item highlighted will display hardware and software versions of the
controller, as well as display the machine serial number.

Input States - Pressing Enter with this item highlighted will display information about the status of the
motors and sensors on the machine.

Prompt Y Height - Pressing Enter with this item highlighted will allow the user to specify whether to ask
the user for the Y height before running a job. When engraving jobs from programs such as
CorelDraw®©, jobs may engrave upside down on an engraving machine. This is because the program
typically is referencing the home position from the lower left corner of the plate, and the engraver or
router is referencing the home position from the upper left corner of the plate. To correct this, the Vision
Job Server will flip the job automatically so that the engraving will be oriented properly. However, when
doing this, the Vision controller needs to know the page size that is set up in programs such as
CorelDraw®©. To accomplish this, the Prompt Y Height configuration setting must be turned on. Move the
cursor to the Prompt Y Height menu item using the Y up and down jog buttons and press Enter. Press
the Y up or down jog buttons to select Yes or No. Press the Enter button on the controller. Press the Exit
button two times to return to the main screen when finished.

Display Units - Pressing Enter with this item highlighted will allow the user to set the display units to
either inches or millimeters. To change units, move the cursor to the Display Units menu item using the
Y up and down jog buttons and press Enter. Press the Y up or down jog buttons to select imperial or
metric units. Press the Enter button to save this setting. Press the Exit button two times to return to the
main screen when finished.

Save Defaults - Pressing Enter with this item highlighted will allow the user to save various settings,
even when the machine is turned off. The user can save settings such as the Spindle On/Off, Aux On/
Off, Prox On/Cff, Z lift, Z depth, RPM and surface location. To save the controller defaults, change the
settings above to the way that you would like them. Move the cursor to the Save Defaults menu item
using the Y up and down jog buttons and press Enter. The Pendant screen will show “Save as
Defaults?”. Highlight Yes or No using the X left or right jog buttons, then press Enter. The settings are
now saved. Press the Exit button two times to return to the main screen when finished. The next time the
Vision controller is turned on, the defaults will be as you set them.

Restore Defaults - Pressing Enter with this item highlighted will restore the defaults in the controller to
the original factory set defaults. To restore the controller defaults, move the cursor to the Restore
Defaults menu item using the Y up and down jog buttons and press Enter. The Pendant screen will show
the main screen with “Restore to Factory Defaults?” shown in the upper left corner of the screen. Press
Enter to restore the defaults. The Pendant screen will display "Loading Defaults...", then display “Reboot
Now?”. Press Enter to reboot the controller. The factory settings will then be restored.

Limits - Pressing Enter with this item highlighted will prevent the controller from reading the limit
switches on the machine. This is typically used only in diagnosing problems that may occur with the
machine's limit switches. To disable the limit switches, move the cursor to the Limits Enabled menu item
using the Y up and down jog buttons and press Enter, which toggles the limit switches from Enabled to
Disabled. Pressing Enter again will Enable the limit switches. Press the Exit button two times to return to
the main screen when finished.

Pump - Pressing Enter with this item highlighted will activate the (optional) external misting system used
for lubrication during specific material cutting. It is also used for the Max-Pro machines. This is a
manual control and the Vision Pro software allows for automatic operation of the misting pump, so this
feature is not often used. To turn this feature to Off or Auto, highlight the item in the menu and press
Enter. To turn this feature to On or Auto, press the Shift button, then press Enter. Both Enter and Shift/
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Enter are toggles. To return to the main Pendant screen, press the Exit button two times.

Dry Run Speed - Pressing Enter with this item highlighted will allow the user to set the dry run XY
speed of the motion system. To set the speed, use the Y up or down buttons to highlight the menu item
and press Enter. Use the numeric buttons to enter the desired speed, then press Enter to save this
speed. To return to the main Pendant screen, press the Exit button two times.

Outline Speed - Pressing Enter with this item highlighted will allow the user to set the outline speed
which used by the measure feature in the Vision Pro software. To set the speed, use the Y up or down
buttons to highlight the menu item and press Enter. Use the numeric buttons to enter the desired speed,
then press Enter to save this speed. To return to the main Pendant screen, press the Exit button two
times.

Select Interface - Pressing Enter with this item highlighted will allow the user to select HPGL or GCode
interface language. The Vision controller can run from both HPGL and GCode machine language. By
default the controller uses the HPGL language which is what is used by Vision and Vision Pro software.
If you would like to run GCode, move the cursor to the Select Interface menu item using the Y up and
down jog buttons and press Enter. Use the Y up or down buttons to select the language you would like to
use, then press Enter. Press the Exit button two times to return to the main screen when finished.

Parking - Pressing Enter with this item highlighted will allow the user to set the position the spindle will
return to after a job has finished. To set this position, move the cursor to the Parking menu item using
the Y up and down jog buttons and press Enter. There are four positions that you can set the spindle to
move to at the end of the job. Datum: The spindle will move back to the limit switch position on the table.
None: The spindle will remain at its last location when the job is finished. Z-Up: The spindle will remain at
its last location at the end of the file and lift the spindle off the material. Home: The spindle will move to
the current home position that is set in the controller. Use the Y up and down job buttons to select which
parking position you would like to use, then press Enter to select it. Press the Exit button two times to
return to the main screen when finished.

Set Dwell Up - This is used only with tables that are using an air actuated Z axis. None of the current
Vision systems use an air actuated Z axis. This will allow the Z axis to release the air pressure so that
the spindle moves up before moving to the next item to be engraved. Move the cursor to the Set Dwell Up
menu item using the Y up and down jog buttons and press Enter. Enter the length of time required for
the Z dwell up and then press Enter. This humber is in milliseconds so entering a number of 1000 will
allow for a 1 second delay. Press the Exit button two times to return to the main screen when finished.

Input Units - Pressing Enter with this item highlighted will allow the user to set the units used by the
machine to either Imperial or Metric units. This differs from the Display Units menu item in that the input
units are what the machine recognizes from the job sent to the machine, while the display units simply
show the file on the Pendant screen as Imperial or Metric. The input units MUST match the units used to
create the job, or improper scaling of the job will result. To select the input units, use the Y up or down
buttons to highlight the menu item and press Enter. Use the Y up or down buttons to select either
Imperial or Metric units, then press Enter to save this setting. To return to the main Pendant screen,
press the Exit button two times.

Pointer Offset - Pressing Enter with this item highlighted will allow the user to modify the factory
settings used in the machine to compensate for the offset between the spindle centerline and the red dot
laser pointer location. Modification of this setting may be necessary if the location of the red dot laser
pointer does not accurately represent the location of the spindle during engraving. To modify this
setting, use the Y up or down buttons to highlight the menu item and press Enter. Use the numeric
buttons to enter the X offset, then press Enter. Use the numeric buttons to enter the Y offset, then press
Enter. The settings are now saved. To return to the main Pendant screen, press the Exit button two
times.

Braille Inserter - Pressing Enter with this item highlighted will toggle the Braille Inserter function to On
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or Off. The Vision Pro software automatically turns this function on or off with the job. This function is
used only when the machine is being run from software other than Vision Pro.

Inserter Offset - Pressing Enter with this item highlighted will allow the user to modify the factory set
offset used with the Braille Inserter tool. The offset is from the spindle centerline to the Braille Inserter
centerline. The X and Y offsets are set for each machine if the Braille Inserter option was ordered from
the factory. If the user restores factory defaults, the X and Y offsets will need to be reset. To modify the
offsets, highlight the menu item and press Enter. Using the numeric buttons, enter the desired X offset,
then press Enter. Enter the Y offset using the numeric buttons, then press Enter. Enter the Z-lift setting
with the numeric buttons, then press Enter to save these settings. To return to the main Pendant screen,
press the Exit button two times.

Run Self Test - Pressing Enter with this item highlighted will allow the user to engrave a self test job that
is programmed into the controller. Move the cursor to the Run Self Test menu item using the Y up and
down jog buttons and press Enter. The Pendant screen will display “Run Self-Test”. Use the Y up or
down buttons to select Yes or No, then press Enter. The Pendant screen will now show “Press Start to
Go”. Press the Start button to begin engraving the test job.

Auto Braille - Pressing Enter with this item highlighted will allow the controller to turn the automatic
braille detection On or Off. A reboot will be required to retain this setting. This is set to on only if using a

pneumatic auto Braille inserter. If not using the pneumatic auto Braille inserter, this setting should be set
to off.
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3.2

Set Surface Procedures

The procedure for setting the surface is as follows:
1. Use the X & Y jog buttons to move the spindle over the material to be engraved.
2. Press the Set Surface button. The Pendant screen will display the message below

sesving sueace | X 3.4802 |
Press SET SURFACE Y 2.2713
and hold forr Ruto 2 .0 4023 ’
Prox: (Ruto) || Jog= MNED |
qu-in-.-._c-#f (auto) ! ;ﬁ_n_:mlznnn :|
Usc: OFF (auto) I Orives: ON AR
Feed Rate: ';,'.,nn jl Z Speed: 2“2 |

3. Lower the spindle with the Z down jog button until you reach the desired position.

4. Press the Enter button to set this as the surface position. The spindle will then move up to its lift

position.
HINT: It is sometimes easier to set the surface right before engraving the job. To do this, send a job to
the machine to be engraved. Press Pause. Press Start. The spindle will move to the first point to be
engraved and pause. You can then jog the Z down until it touches the surface and press Set Surface,
then Press Enter to set the surface. Pressing Start will then begin the engraving process.

NOTE: There are different procedures for different types of engraving - see below.

Using the Surface Sensing Block

Your machine may have been equipped to use with the Surface Sensing Block, which automatically sets
the material surface. The Surface Sensing Block is connected to the back of the router head (on all
router models) and to an auxiliary port on other machine models that had this option added from the
factory.

Surface Sensing Block

Connector Port Sensor Block N Spindle Clamp
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CAUTION: Keep hands and fingers away from the spindle and cutter when performing this
procedure! Serious injury may result. Do not place your hands or fingers below the cutter when
setting the surface of your material!

To set the surface of your material:

. Connect the sensor cable.

. Install the Spindle Clamp on the bottom of the spindle.

. Use the X and Y buttons on the Pendant to move the spindle over your material.

. Place the Sensor Block on top of your material and hold as shown above.

. Press the Set Surface button on the Pendant.

. Press and Hold the Set Surface Button until the cutter tip touches the top of the Sensor Block. The
spindle will move down and stop when the cutter tip just touches the top of the Sensor Block. The
Controller will automatically calibrate and set the surface position of your material, then move the
spindle up approximately 1/4 inch and stop.

7. Release the Set Surface button.

8. Press the Go to Home button on the Pendant.

OO WNE

NOTE: The design of the Sensor Block is such that if the sensor does not detect the cutter tip
contacting the Sensor Block, the block will begin to tilt downward. If this occurs, release the Set
Surface button immediately and check for proper installation of the Sensor Cable and Spindle
Clamp.

Diamond drag engraving with a proximity sensor

Make sure that the proximity sensor is turned on. When you run the job, the spindle will go down until it
touches the material and finds the surface automatically. If you want to change the lift amount of the
cutter between characters, you will need to do the following steps:

1. Press the menu button on the controller. Note: If you are in the middle of engraving a job, press
the pause button before pressing the menu button.

2. Use the Y jog up and down buttons to select Z Lift Height and press Enter.

3. Enter the lift height using the numeric buttons on the Vision controller and press Enter.

4. Press Exit to return to the main screen.

5. The Z lift height is now set. Press Start to run the job or resume engraving.

Diamond Drag and nose cone engraving without a proximity sensor

1. Send a job to the Vision controller.
2. With the prox off, press the Pause button and then press Start.
3. The machine will move to the start of the engraving and pause.
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3.3

4. Use the Z jog down button to lower the spindle to material.

5. Press the Set Surface button.

6. Press the Enter button.

7. Press the Start button. The machine will start to engrave using the surface point that was just set.

Non-nose cone engraving (depth control)

1. Send a job to the Vision controller.

2. Make sure that the spindle is locked by tightening the spring adjustment knob all the way down.
3. Make sure that you have entered a depth of cut in the Vision or Vision Pro software. If you are
using a different program then Vision or Vision Pro, use the Menu button on the controller to

select and enter the Z Cut Depth.

4. With the prox off, press the Pause button and then press Start.

5. The machine will move to the start of the engraving and pause.

6. Use the Z jog down button to lower the spindle to material. Make sure that the cutter is just barely
touching the surface.

7. Press the Set Surface button.

8. Press the Enter button.

9. Press the Start button. The machine will start to engrave using the depth that was entered in the
software or the controller.

Burnishing

. Send a job to the Vision controller.

. Make sure you are using a burnishing adapter on the burnishing cutter.

. With the prox off, press the Pause button and then press Start.

. The machine will move to the start of the engraving and pause.

. Use the Z jog down button to lower the spindle to material. Once the cutter reaches the material,
press the Z jog down button a small amount more (typically about 0.03 - 0.05 inches.

. Press the Set Surface button.

. Press the Enter button.

. Press the Start button. The machine will start to engrave using the depth that was entered in the
software or the controller.

OarWNBE
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Set Home Procedure

To set a user defined home position, use the X & Y jog buttons to move the spindle to a point you want
to set as the home position. Press the Set Home button. The message "Home Set." will briefly appear on
the Pendant screen. This position is now set as the temporary home (0,0) position. To reset the
temporary origin back to the machine's home position at the upper left corner of the T-Slot table, press
Shift, then press Goto Home, then press the Set Home button.

The red dot laser pointer can be used to set the machine's home position. Turn on the red dot laser
pointer by pressing the Shift button, the pressing the Set Surface button. Jog the motion system to the
desired location using the X & Y jog buttons and the red dot laser pointer for positioning. Press Set
Home to save the home position in the machine. If you want to save a new home position, move the
spindle to the desired position and press Set Home as described above.

If the machine is turned off, the user defined home position will be replaced with the factory home
position. To reset the machine to the user defined home position, Press Shift, then Set Home. The
machine will now use the user defined home position.
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4 Sending Jobs to Your Machine

Once a job has been set up in the Vision 9 software, select the Engrave icon from the left toolbar.
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The Cut Toolbox window will appear and the top toolbar will change to the Engrave toolbar.
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Cut Toolbox
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Make sure the Device is set to the machine you wish to send the files to, then select the Tool Setup icon
to open the Tool Setup window.

@ Vision Express 9 -[Cut Preview] Untitled1.CDL
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Select the appropriate material from the Material Selection drop down list, then select OK.

-

==X ]
Meatenal Material
IEngravars Plastic{Cutter/Bevale - Engravers Piashc(CuIter,‘Bevelell
Engravers Plastic{Cuttar/Bavaler
Engravers Plastic{Cutting) Add new maternial I
Engravers Plastic[Engraving)
Glass{Engraving) . Delete material I
Metals Brass.Alum{Deep Engraving)
Wetals SteelDeap Engranving)
MetalsBurnishing)

OK
Cancel

Cancel

Verify the Cut Toolbox settings (settings available will depend on device selected and version of Vision 9
software), and click on the Engrave icon.

- Cut Toolbox -
O Xva & 5 el X A B

Engrave|
The job will be sent to the machine.
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5 Controller Maintenance

How to Remove and Clean the Air Filter

Weekly preventive maintenance should be performed to ensure reliable operation of your controller. It is
recommended that the input fan filter be removed weekly and cleaned to ensure proper cooling of the
electronics.

i. Remove the filter guard; this is easiest if you pull from a corner of the guard.

ii. Remove the filter and blow out the filter with low pressure compressed air, or rinse the filter with
water and dry before replacing.

iii. Replace the filter and replace the filter guard.
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Using the Measure Feature

The Measure Feature is a very useful tool that can be used to set up both the machine's home position
and the plate size in the Vision 9 software.

To use this feature, turn on the engraver and press the Go to Home button. Open the Vision 9 software
with a new drawing and select the Plate Size icon on the top toolbar.

ansform View Options Hel|

1]
0

ws 0,000 i| 1
f 0.000 j 11

At the bottom of the plate size window, click on the Measure icon.

Lele [2]r

[ Resize objects proportionally

Fesetto Sguare ‘

Advanced ‘ Measurei | QK Cancel |
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The Measure Wizard window will open. The engraver will turn on its red dot laser pointer. Move the
spindle over the material and position the laser pointer so that it is in the upper left hand corner of the
engraving area you wish to define. Then, click on Next in the Measure Wizard window.

Measure Wizard |

Set Machine Upper Left

Uppg:-L eft Engraver Gantry

~u

[ ad |

s Upper-Left corner of the
Lower-Left (0,0) pa‘l?lﬂravlnn material

Move 1able to the upper left comer of the angrasing material
and click Next

Maxt ii Cancel | Help J

Move the laser pointer to the lower right corner of the engraving are you wish to define, then click on
Finish in the Measure Wizard window.

Measure Wizard |

Il

Set Machine Lower Right

Uppg:-L eft Engraver Gantry

[ ad |

' Lower right corner of the
Lower-Left (0,0) enaraving material

Mowe table to lower right comier of the engraving miaterial and
click Finish.

Back Finish M Cancel Halp
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The dimensions of the plate size shown in the Plate Size window will now reflect the engraving area you
have defined on the machine. The Home Position of the machine has also been set to the upper left
corner of this area.

Plate Size __.
Origin Selection Orientation
- :
ﬁe (® Portrait

=

uea (" Landscape

Current Selection:

|Dus1om ﬂ

Dimensions
Width Height:

ﬁ [r478 ﬂx o743 Z: o &

haterial Selection

Thickness
|Metals(Diamand Drag) ~| [ hoooo
Selected Driver
L ~|

[ Resize objects praporionalty

Resetto Square I

Advanced | Measure | ok i | Cancel |

The machine will also allow you to outline the engraving area you just defined. Follow the instructions on
your machine or controller to have the machine outline this engraving area with the red dot laser pointer.
If the area appears to be correct. click on OK in the Plate Size window. The plate size in the Vision 9
software now shows the area defined with the measure feature. Design your job and send the job to the
engraver.

Note that when using the measure feature, the machine will have its home position changed. You will
need to reset the home position to the upper left hand corner of the engraving table in order to use the
machine normally.
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7 Example Jobs

In the following sections, there are 10 example jobs which can used to learn the different ways to
operate the Vision engraver or router. The jobs are separated into three levels; Level 1, Level 2 and
Level 3. Level 1 contains files that provide instructions on the most common uses of the engraver or
router, and utilizes Vision 9 Express software for job creation. Level 2 includes more advanced
applications and may require features only available in Vision 9 Expert or Pro software. Level 3 uses
Vision 9 Expert or Pro software and provides examples of advanced jobs.

The sections and example jobs are designed to incrementally teach the user how to operate their
machine, as well as utilize some of the common functions within the Vision software. It is recommended
that the first time user read through these sections and practice the techniques discussed in the order
they are presented.

7.1 Holding Down Material

There are many ways to hold material down on the t-slot table. One of the major things to remember is
that the material must be placed in the upper left corner of the t-slot table. This will ensure that the
engraving is in the correct position on your material.

You can use double-sided tape, Multi Mat hold down material, the quick lock vise, or optional clamps
and fixtures (see the Optional Accessories section of this manual for more details) to hold down
material to the t-slot table. Double-sided tape or Multi Mat material are available from your Vision
Distributor or directly from Vision.

Hold Down Techniques

Holding material in place is critical for engraving and cutting applications. The Multi Mat material is
useful for both applications, but using double-sided tape or a spray adhesive can be a better choice for
some applications. For most materials and engraving applications, the Multi Mat material is the easiest
to use. Simply place it on the table and place the material to be engraved on top of it. When cutting
completely through, or kiss-cutting materials, care must be taken to not cut too far through the material,
or the Multi Mat will be slightly cut in the process. The most common approach to cutting when using
the Multi Mat is to set the cut depth using the machines micrometer or the "stacked material method" as
described below and in the section on Profile Cutting. When using the micrometer, the material
thickness should be measured with calipers. Keep in mind that some materials can vary in thickness
and there may be areas that remain uncut. For a detailed explanation on the use of the micrometer for
setting cutting depth, see Level 1 Example Job 4 in the Profile Cutting section.

Stacked Material Method

Many times, double sided tape can be a quick and very secure way to hold material down to the t-slot
table. The downside to using tape is that it will remain on the table and can be a problem to remove. A
better solution is to place Multi Mat material on the t-slot table, then place a piece of sacrificial material
(of the same type as being cut) on top of the Multi Mat. Then apply double-sided tape to the sacrificial
material and place the material to be cut on top of the sacrificial material. In this manner, while the
machine is engraving or cutting other jobs, the sacrificial material/cut material can be removed and
separated by the user, making better use of machine time and allowing for easier clean up. Note - if
double-sided tape is used, be careful to cover a sufficient area to keep the material in place and also to
hold smaller pieces in place so they to not move when the last section of the small piece is cut.
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Spray Adhesives

Using a spray adhesive, in conjunction with "transfer tape" or "application tape" is yet another method
often used. As with the other methods, place Multi Mat on the t-slot table, A piece of sacrificial material
is then covered with transfer tape on its top surface and a spray adhesive is applied on top of the tape.
Place the sacrificial material with the tape/adhesive side facing up on the Mutli Mat material. Then, the
material to be cut should have transfer tape applied to its back side and adhesive is sprayed on to the
transfer tape. Place the material to be cut, tape/adhesive side down, on to the sacrificial material. This
is a very secure way to cut through materials and once cutting is finished, the tape/adhesive can be
easily removed from the back sides of cut pieces.
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Edge Guides: The t-slot table edge guides need to be adjusted to the thickness of material that you are
engraving. If they are higher than the material's surface, the nose cone may ride on top of the edge
guides and the machine may not engrave characters completely.

Edge Guides (Side View)

Edge Guide
Thumbscrews

Edge
Guides

Edge Guide 4humbscrews

To adjust the edge guides, loosen the edge guide thumbscrews and raise the edge guides above the
surface of the T-slot table, then tighten the thumbscrews. Place the material on the table, then loosen
the edge guide thumbscrews and lower the edge guides until they are even with (or just below) the
material surface. Tighten the edge guide thumbscrews. This process should be repeated any time
materials of different thicknesses are to be engraved.
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Quick Lock Vise

The Quick Lock Vise is used to clamp rigid materials against the top Edge Guide in order to prevent
movement.

Put the material you would like to engrave on the t-slot table and push it to the home position corner.
Next, loosen the quick lock vise locking screw and slide the quick lock vise so that there is about 1/16th
inch gap between the edge of the vise and the material. Tighten the quick lock vise locking screw.
Once this is done, the material can easily be secured by turning the quick lock vise handle. When
changing the engraving material, simply loosen the quick lock vise handle, remove the engraved
material, put the new material in and tighten up the quick lock handle.

Note: For larger pieces of material, you may need to put a small piece of double-sided tape on the t-
slot table in the middle of the engraving material. This will keep the material from bowing in the center.

The quick lock vise will only work on square or rectangular materials. To hold down irregular shaped
objects, you must use some other method. Ask your Vision Distributor or Vision if you need more
information on this feature.

Table Home Position —1—>
Material »
Quick Lock Vise —||
Quick Lock Vise Handle ——/=75
Quick Lock Vise Locking Screw — 1|
T-slots —————
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Vacuum Table

If your machine is equipped with a Vacuum table:
a) Place a spoil board (sacrificial material) on top of the Vacuum table.
b) Place your material on top of the spoil board.

NOTE: ALWAYS USE A SPOIL BOARD WITH THE VACUUM TABLE! CUTTING THRU MATERIAL
MOUNTED DIRECTLY ON TO THE VACUUM TABLE CAN CAUSE PERMANENT DAMAGE TO THE
TABLE.

Spoil board (Sacrificial material):

Fiberboard (MDF) is commonly used for spoil board because of its porosity and ability to allow air to
flow thru it. The vacuum will pull air through the fiberboard and hold material in place. It is available in
different thicknesses; such as 5/8", 1/2", 3/8", and 1/4".

Various densities of fiberboard provide different levels of vacuum.
a) MDF (Medium Density Fiberboard) Most common, good air flow.
b) LDF (Low Density Fiberboard) - Higher airflow than MDF.
¢) ULMDF (Ultra Lite MDF) - Higher airflow than LDF.

When working with a spoil board, it is best to fly-cut both sides. This removes the surface layer which
can contain adhesives from manufacturing that may restrict air flow. It also will create a work surface
that is flat in relation to the spindle. Thicker boards provide less hold down, but they can be fly-cut
several times and be reused.

a) Make sure you use the vacuum to hold the spoil board to the table.

b) Purchase a fly cutting tool and fly-cut the entire area of both sides of the board.

NOTE: Itis recommended to seal the edges of the spoil board with tape, or paint, to reduce the amount
of vacuum lost along these edges.

Vacuum Table Operation

The vacuum table can be used to hold down most materials. If the material does not cover the entire
table, place other flat, non-porous materials over the remaining area(s) to maximize vacuum. Areas left
uncovered will reduce the amount of vacuum holding the material in place. Use caution when cutting out
small parts. They may move when cutting is complete. Alternate holding methods or techniques may be
required when cutting out small parts.
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7.2 Level 1 Job Examples

These first set of example jobs cover the basics of engraving and cutting. Starting with diamond drag
engraving, the basic machine functions and software setup are discussed. By the last of these 4
examples, the user should be well acquainted with the machine and Vision software.

7.2.1 Diamond Drag Engraving

Engraving - Non Rotating

In this section, we will set up to engrave with a non-rotating cutter, such as a diamond drag cutter. The
figure below shows a spindle with a diamond drag cutter.

Spindle with Diamond Drag Cutter

‘ ' ‘ ‘ #——— Spindle Pulley

e Spindie Housing

Cutter Knob ———»|

Cutter ————

Painter

-L‘: d—————— Micrometer

e Rt aine r Ring
| ———Nose Cone

First, to install the diamond drag cutter, loosen the set screw on the cutter knob with the supplied cutter
wrench and move the cutter knob to about the mid-point of the cutter tool, then lightly tighten the set
screw. Note that the set screw on the cutter knob is NOT a standard Allen screw. Itis a Spline Wrench.
DO NOT attempt to turn the set screw with any tool other than the cutter wrench. Insert the cutter into
the top of spindle and lower it until the cutter knob can be screwed into the spindle. The cutter knob is
REVERSE threaded, so in order to tighten the cutter knob, turn the knob COUNTER-CLOCKWISE
(when viewed from the top of the spindle) until it is hand tight.
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7.2.1.1

With your finger at the bottom of the nose cone, loosen the cutter knob set screw and lower the cutter
so that the cutting tip extends below the bottom of the nose cone by approximately 1/4 inch (6 mm).
Then tighten the cutter knob set screw.

Turn the Controller's power switch on. Set up the job you would like to engrave in the Vision Software
(for an example job, please refer to the following section). Place the material on the t-slot table. In this
type of engraving, the Proximity Sensor is used and will sense when the cutter tip contacts the material,
then adjust the Z-Axis height and cutting pressure automatically. Also, the spindle does not need to
rotate. The Vision software material selection (shown in the next section) will preset the engraver to turn
the spindle rotation off and turn the proximity sensor on.

Example Job 1 - Diamond Drag

In this first example, Diamond Drag engraving will be performed on a 3" x 2" plate. The material used for
this example application is black painted aluminum.

Starting with a new file in Vision Express 9 software, the first step is to adjust the plate size to match the
plate to be engraved.
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Click on the Plate Size icon.
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The Plate Size window will appear.

Origin Selection

Current Selection:

Plate Size @

'VEB10 (10.00in X 8 00in)

Dirmensions
“Width: Height:

I |m.uuu :‘ W ‘a.uuu

Selected Driver
WE&TD 54 |

Measure ‘ QK | Cancel

:‘ inch

=

Click on the Current Selection drop down list and select Custom.

Origin Selection

Current Selection:

Plate Size @

'VEB10 (10.00in X 8 00in)

Ustom
Yision Express (8.00in 2 6.00in)
WESTO (10.00in > 8.00in)
Fhoenix 1212 (12.00in > 12.00in)
Yision 1612 (12.00in x 16.00in)
Yision 1624 (24.00in x 16.00in)
Yision 2424 (24.00in x 24.00in)

{ )

{ )

Dirmensions

Width:  |igion 2525 (25.00in X 25.00in

= Vision 2448 (48.00in % 24.00in
I 10000 HAPERZ BL

Selected Driver
WE&TD 54 |

Measure ‘ QK | Cancel

Enter the plate size to be engraved - for this example 3" x 2", and select the appropriate driver for
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your machine in the Selected Driver drop down list. (VE810 S4 shown).

-Plate Size -

—Origin Selection

Current Selection:

Custom j

—Dimensions

“Width: Height:

1 [2.000 ﬂx (200 j o

—Selected Driver
|wE810 54 |

Measure || Ok ” Cancel |

To add text, click on the Text Tools icon.

LY

||||'|1'|2|f=|||

TP i

5

>

femE

The flyout icons will appear, then select the Text Compose icon.
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Click somewnhere in the drawing to begin typing text. Note that on the top toolbar, the various font editing
fields have appeared. The user should become familiar with the various ways fonts can be formatted
with the toolbar options. For this example, the only change was for the font height, which was set to
0.500".
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Begin typing text to be engraved.
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In order to align the text to the center of the plate, select Layout — Arrange and Distribute — Align to
Sign Blank — Center (as shown below) from the top toolbar. Note that there are several ways to align
objects within the Vision software.

File Edit [Layout] Amange Engrave Transform View Options Help
Size / Mave |

Arrange and Distribute L Align to Last Object |

Groupi 4G Align to Sign Blank 1 Left Alt+Delete

Lngrotp Alt+G Right Alt+Page Down

Ungroup All Top Alt+Insert
Bottom Alt+Page Up

Flate Object - Center

Plate Size... Cen Horizantally Alt+End

Plate Frame Centers Vertically Alt+Home

The Break Text warning may appear. If so, select No. If Yes is chosen, and more than one line of text
has been entered, each line will align on top of one another in the center of the plate.

Do wou want to break multi line text objects apart?

[ Don't show this message again

es

At this point, the screen should appear as below.
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Next, the material should be placed on the engraving table, with the upper left corner of the material
positioned in the home position (upper left corner of the engraving table). Note that the Multi Mat material
has been placed on the t-slot table in order to hold the engraving material in place.
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The Cut Toolbox will appear and the options for engraving will appear on the top toolbar.
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Verify the Device chosen is for your machine, then open the Tool Setup window by clicking on the icon
shown below (which is to the right of the Tools drop down list).

File Edit Layout Amange Engrave Transform View Options Help

Tool Al Tooks = ] Copies 5. w1000

Device WERIDS4 - 51 =l ~ 1 &m0
— {Tool Setup|— | =
L i L L :

J

= { Cut Toolbox
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Select the appropriate material from the Material Selection drop down list. In this example, the material -
Metals(Diamond Drag) is selected.

==
haterial

|Engrmrers F’Instlc(flutberrﬂmleﬂ

Metals Brass Alum(Deep Engraving)
Metals Steel(Deep Engraving)
Matalz(Burnishing

| Sign Foam{Cutling) "
Sign Foam({Engraving)
Wood| Cutling)

Cancel |
Since we are running a file for the first time, we will select the Dry Run option from the Cut Toolbox.
| cutTooiox ok
COYm s FRAEDE]L

Make sure the "D" appears by selecting it. The default is "Off" for the Dry Run, which will engrave the
plate. We want to make sure our file has been set up properly in this example and that the material is
positioned correctly.

NOTE - Dry Run Operation - There is an offset between the spindle and the red laser pointer of
approximately 0.40 inches (10.1 mm) in the X and 0.55 inches (14 mm) in the Y directions. If the
characters to be engraved extend beyond the machine's table size, the file will not run because the
motion system would have to move beyond its limits.

When ready to send the file to the engraver, make sure the power switch is turned on and the machine
has initialized (the Goto Home message has appeared and you've pressed Goto Home), then select the
Engrave icon from the Cut Toolbox.

Cut Toolbox
OOTro o *EEDN] |

Engrave

Note - keeps hands and other loose objects away from the engraver during operation.

Press the Start Button on the controller to begin the Dry Run. The Dry Run feature will automatically
activate the red dot laser pointer and show the user where the machine will engrave.

Note - If the spindle turns, or begins to drop toward the material, either press the Pause Button
or the Stop Button on the machine. If either of these occur, make sure that Dry Run was
selected in the Cut Toolbox (shown as the letter "D") and that the spindle has not been turned
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on. The Spindle icon on the Cut Toolbox is show below for reference.
Spindle icon (shown as disabled)
Cut Toalbox

[ ¥ s’a. ._ «; _é#§L\]

N
|Spindie|

© 2015 Vision Engraving Systems



Example Jobs 83

Red Laser Pointer

If the file and material appear to be positioned properly and you are ready to engrave, select the
Engrave icon from the left toolbar, turn off the Dry Run option and check to make sure the Proximity
Sensor (see the Proxicon below) is enabled, then select the Engrave icon on the Cut Toolbox to send
the file to the engraver.

Cut Toolbox e .
SO Tra s # R X
Dry Run Off
Cutfoolbex - Cut Toolbox R i r]
CODra & F e XE ICoOTrMmos EEXM%U
'on: _), ‘ Eng_'a\.-e!
Proxicon (shown as enabled) Engrave icon
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Make sure the material is positioned properly and secured on the engraving table, then press the Start
Button on the controller to begin engraving.

The finished piece should appear as shown below.

THE PROVESSEINAL
MULTI _J)\l.l:

M|SEKLEMA

4{SEKLEMA -

MISEKLEMA

MULT1 *\il’-
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7.2.2

Rotary Engraving

In this section, we will set up to engrave with a rotating cutter. The figure below shows a spindle with a
rotary cutter.

Spindle with Rotary Cutter

Cutter Knnb ———»|

44— Spindle Pulley
Culter ——p

-4—— Spindle Housing

Painter

¥ '_ A R tainer Ring
- ————"lose Cane

First, to install the rotating cutter, loosen the set screw on the cutter knob with the supplied cutter
wrench and move the cutter knob to about the mid-point of the cutter tool, then lightly tighten the set
screw. Note that the set screw on the cutter knob is NOT a standard Allen screw. Itis a Spline Wrench.
DO NOT attempt to turn the set screw with any tool other than the cutter wrench. Insert the cutter into
the top of spindle and lower it until the cutter knob can be screwed into the spindle. The cutter knob is
REVERSE threaded, so in order to tighten the cutter knob, turn the knob COUNTER-CLOCKWISE
(when viewed from the top of the spindle) until it is hand tight. Then, you must zero the cutter. To do
this, you must first turn the micrometer so that the pointer points to 0. Note - it is helpful to first turn the
micrometer to the left (clockwise) until threads just start to appear on the spindle. This will be about 3 -
4 full turns of the micrometer from it's uppermost position. This allows for sufficient depth adjustment
when turning the micrometer to the right.

With the machine powered off, take a scrap piece of material and push it up underneath the nose cone
and hold it there. As an option to this method, jog the spindle over your material and lower the spindle
until the nose cone come in contact with your material by using the Z jog button. Loosen the cutter
knob set screw and push the cutter down until it just touches the material. Tighten the cutter knob set
screw. The cutter is now zeroed.

To run a job, turn the machine on, then set up the job in the Vision Software. (For more information on
this, see the example job file in the next section). Put the material on the t-slot table as described in the
previous section.
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7.2.2.1

Adjusting Depth of Cut

Cutting depth depends on the type of material being engraved. Generally, manufacturer's of engraving
plastic provide recommendations for cut depth. If a recommended depth is unavailable, trial and error
can be used to find the appropriate cut depth. Since the depth is set to zero at this time, in order to
increase cut depth, the micrometer at the bottom of the spindle should be rotated to the right (counter-
clockwise when viewing from the top of the spindle). To set a depth of 0.010 inches (0.25 mm) turn the
micrometer to the right 10 clicks. Each "click" of the micrometer is 0.001 inches (0.025 mm). Run a job
with an initial setting of 0.005 - 0.010 inches (0.12 - 0.25 mm). After the job has run for a short time,
press the Pause Button on the front panel, then adjust the micrometer for more or less depth,
depending on the whether the engraving is acceptable. Note - be careful not to set the depth of cut
greater than the material thickness. This will cut completely through the material and potentially cut into
the t-slot table. Press Start to resume engraving and to determine if the depth is appropriate.

For a detailed example of running an rotary engraving job, please see the following section.
Example Job 2 - Rotary Engraving

In this example, a sign will be made using engraver's plastic. The piece is pre-cut and measures 4
inches x 6 inches (100 x 150 mm).

Note - In this application, it is highly recommended to use the Vacuum Chip Removal System as
described in the Optional Accessories section. The process of engraving or cutting plastics, acrylics,
sign foam and wood, produces a significant amount of debris that can clog the nose cone and/or get
trapped between the nose cone and the material, which will cause engraving/cutting depth
inconsistencies as well as potentially scratch the surface of the material. The Vacuum Chip Removal
System significantly reduces these problems and provides for a cleaner work area.

As with Example Job 1, the first step is to set the plate size in the Vision 9 Express software. Create a
plate that is 4 inches wide x 6 inches high and make sure that the driver selected is for your machine.

Plate Size

Origin Selection

Current Selection:

Custom ﬂ

Dirmensions
“Width: Height:

I'_' [4.000 i‘x 6.000 :‘ o

Selected Driver
WE&TD 54 |

Measure ‘ QK | Cancel |
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Enter text using the Frame Text Compose tool as shown below.
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With this tool selected, text will automatically be centered and have automatic Kerning. In the below
example, Character Mode was selected from the top toolbar and the font was changed to Casuall, with
a height of 1.250 inches and a slant of 19 degrees. The top and center lines are left justified and the
bottom is center justified in order to produce a sloping look to the sign.
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Once the file has been set up, select the Engrave Icon, open the Tool Options window and select
Engravers Plastic(Engraving) from the Materials drop down menu. In the picture below, the Cut Toolbox
shows that the Vacuum, Prox, Dry Run, and Spindle are all enabled. Since this is the second example
job, sending a Dry Run job to the engraver is suggested. Select the Engrave Icon to send the file to the

engraver.

Q) Vision Express 9 -[Cut Preview] Rotary.COL
File Edit Layout Amange Engrave Transform View Options Heip

e B - e I s——

Cut Toalbax

COTMOSARED S

R

e-sizn diagonally
o] ) D O O O 8 1 5 1

0

If the Dry Run showed no set up errors, the job can be re-sent to the engraver with the Dry Run

disabled.

Place the material on the table (shown with Multi Mat on the t-slot table to hold the engraving material in
place), and press the start button on the machine to begin engraving.
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NOTE - The design of the Vacuum Chip Removal System is to clear the debris away from the engraved
material and prevent the chips from scratching the surface of the material during operation, and/or
getting trapped between the nose cone and the material (when using the proximity sensor function) and
causing the engraver to not engrave to the proper depth.

When the file is complete, remove the material from the table. HINT - Use a light bristle brush to clean
out any debris that may remain in the engraved characters.

ﬁ]ISEKLE
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7.2.3 Burnishing

In this section, we will set up to engrave with a burnishing cutter. The figure below shows a spindle with
a burnishing cutter and an optional EZ Rider burnishing adapter.

Spindle with Burnishing Cutter and EZ Rider Burnishing Adapter

EZ Rider Burnishing
Adapter

Set Screw

o———— Spindle Pulley

Cutter ——————» —— Spindle Housing

Pointer
— icrometer

v/ 4—————Retainer Ring
———lose Cone

Burnishing is different than standard rotary engraving mainly because the nose cone is not used to set
the depth of cut. Burnishing does not actually cut deep into metals, rather it cuts the painted surface off
of metals. To effectively burnish, it is recommended to use an optional EZ Rider burnishing adapter.
This helps to control the pressure of the cutter applied to the material. Burnishing requires less
pressure than other types of engraving and the EZ Rider attachment applies the proper amount of
pressure for burnishing.

Installing the EZ Rider is similar to using a cutter knob. First, screw the EZ Rider into the top of the
spindle hand tight. Next, insert the cutter through the EZ Rider and spindle so that the cutter sticks out
below the nose cone approximately 1/8 inch (3 mm). Tighten the set screw in the EZ Rider to hold the
cutter in place.

In order to set the engraver up for burnishing, we will need to perform a "Set Surface" function. Turn
the machine on and place the material on the table. Follow the steps below to perform the Set Surface
procedure.

a) Use the X & Y jog buttons to move the spindle over the material to be engraved.

b) Press the Set Surface button. The Pendant screen will display the message below
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Setting Surface A 3.4802

Precs SET SURRRGE " | Y 2.2713

and hold foir Ruto | 2 .0.4023 r
Prox: (Auto) I Jog= NED

| Spin: Off (auto) | RPM: 12000 i
lac: OFf (auto) | Drives: IDH '
Feed Rate: :I.nn I Z Speed: 2.00 |

¢) Lower the spindle with the Z down jog button until the cutter tip touches the engraving material, then
continue moving the spindle down for another 0.030 - 0.050 inches (0.75 - 1.25 mm). This is called
"pre-loading" the adapter. Pre-loading the EZ Rider Burnishing Adapter sets the pressure applied by the
cutter on to the material. More or less pre-load can be used, depending on the material to be engraved.
The Z position shown on the Pendant screen can be used to view the Z position, and assist in the pre-
loading procedure.

d) Press the Enter button to set this as the surface position. The spindle will then move up to its lift
position.

HINT: It is sometimes easier to set the surface right before engraving the job. To do this, send a job to
the machine to be engraved. Press Pause. Press Start. The spindle will move to the first point to be
engraved and pause. You can then jog the Z down until it touches the surface and press Enter to set the
surface. Pressing Start will then begin the engraving process.

In the following example job, a burnishing file will be set up and run on coated brass material.
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7.2.3.1

Example Job 3 - Burnishing

In this example, another feature in the Vision Software will be introduced. We will create a Plate Object
in order to create multiple items with different text engraved on a single 7.85 x 5.4 inch (199.4 x 137.2
mm) piece of coated brass (also known as black brass or trophy brass). The plate will use a text import
function from an external text file that will be copied into a plate template and the Vision software will

automatically format the imported text.

Begin by selecting the Plate Size Icon and setting the engraving area to a custom plate size with a 7.85

x 5.4 inch area.

Plate Size

Origin Selection

Dimensions
YWidth:

i

Current Selection:

Custom ﬂ

Height:

I |?.BED

Selected Driver

ﬂx 5.400 j i

VEE10 54

hMeasure ‘ (B]:8 | Cancel |

To create the Plate Object, select Layout —. Plate Object . Create Plate from the top toolbar menu.

File Edit |Layout| Arrange Engrave Transform View Options Help

Objects:0  Size / Move b b 0000 4 100000 e )
55-352-'0-0 Arrange and Distribute * 1% 0000 il 100,000 ﬁ%
Group Ctrl+G
Pl  Ungroup A L T T L

= Plate Object | Create Plate

% - Plate Size.. Add Another Plate *
& E- Plata Frame Remove Last Plate

] Paste Clipboard Into Plate

Q 5 Vertical Mirror Plate Contents

= i Horizontal Mirror Plate Contents
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Adjust the number of plates to 1, leave spacing at 0.000 inches, width and height to 2.500 and 1.25
inches, set the left margin to 0.175 inches and the top margin to 0.200 inches as shown, then click on
Apply. Note that the page margins on the toolbar are located such that the top field is for the top margin,
the left field is the left margin, etc.

Y Vision Express 9 -[Plate Object] Burnishing] CDL
[Eile 'E,clrt Layout  Arrange Er-grew _]'_rmnn :'tlew Qp‘non; H_e.d'p
ummnes of Flates 1 _-I Wicth 2500 g Margins 200 E| Apply
F ., "I 0176 i T 00m 4 s
Specing 0,000 | Height 1250 g o000 3 :

i@&m-ﬁ%nﬁﬁ W 2 @ N z-vc N&.%@ﬁ{»

a5 i A I
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=

< [P 1

The screen should then appear as below.
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Click in the middle of the Plate Object.

! vision Express 9 - Burnishingl.CDL

File Edit Layout Arrange Engrave Transform View Options Help

RS $ .n?‘ & ’n‘l *

&

[Lin

e 4

R EPEP KT g
L Toeroin) P o |

Enter any text in the format you wish to use. In this example, two lines of text are entered as variables (it
does not matter what you type. The text entered is only for formatting and will be replaced with the text
imported from the .txt file).

(! Vision Express 9 -[Text Compose] Burnishing1.CDL
File Edit Layout Arrange Engrave Iransform View Options Help
F -|[v aua1 _“osnn i'JJhms :“_ [0a75 Jlmnn i J
N L e = .
l@&@ﬁ S SN LR N L1 ﬂ%h@e
h a: T e S e A g O O O e e T e o e
% -i I |
Al L |
a1 |1Uohn omilh|
| . f
= |
*1 || President|
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Each line of text can be independently set for font and size. Highlight the text to be changed, then from
the font list on the top toolbar, choose the font to be used for the selected text and double click on the
font name. If the size or other parameters need to be revised, use the toolbar fields to modify the font
style. Please note that in this example, the Width Compression for the text was adjusted. In order to
adjust the Width Compression, select the text, then click on the Toolbar Mode icon (shown below).

55 . 6 . 65 . @ . 75 . i

Select Frame mode.

R ]

AB Iv @
# — | Line
6.5 C | character
O Frame

—Line Positioni.k—

[¥ Compress at Bounds

Select all text and select the Width Compression Mode by clicking on the drop down list (as shown).

@ Vision E:press 9 -[Text Cumpnse] Buml.shmgl.CDL
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Change the settings to Always compress or expand text to fit width, Method: Width compress/expand,
and Apply to: Each Line Individually. Deselect Word Wrap, then select OK.

Line Length Compression g

(~ Cormprass text onky when width exceeded Ok |
| (@ Always compress or expand text to fit width Cancel |

Method: |Width compress/expand |
=l

Apphyto: |Ead’\ Line Individualhy

[~ Ward Wrap
S e

For a detailed description of all the font modifications possible, refer to the Vision software help or user
manual.

Once changes have been made, deselect text mode by clicking in any open area of the screen, away
from the plate object.

" vision Express 9 - BumishingL.CDL

iﬂle Edit Layout Arrange Engrave Tramsform View Options Help
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In this example, a text file was created in order to copy and paste the variables into the Vision software.
Highlight the text and select copy from the edit menu (or right click and select copy). Note that in this
example, the two variables are entered as subsequent lines in the text file and that there may be
difficulties when importing from other file formats. A simple text file created in Windows Notepad is
suggested.

| BumishingL.txt - Notepad
File Edit Format View Help

Ron Williams
ales

A Manager
Karen Louden-

To insert the copied text, select Layout —» Plate Object —. Paste Clipboard Into Plate.

File Edit |I.ayuu1| Arrange Engrave Transform View Options Help

Objects: 2 Size / Move * fe [2500 o 100000 |4 oD
52-345-'0-1 Arrange and Distribute i [1.250 1 [100.000 ,ﬂ% &
2 Grou Ctrl+G
.. @ Ungrzup Alt+G | ﬁl ..*. :Q ’. B i ‘ I x
e Ungroup All 25 3 35 4 45
&‘ = Plate Object ’ Create Plate
| Plate Size... Add Another Plate
& 2’ Pl tEEie Remove Last Plate
: | Paste Clipboard Into Plate
Q J th J O n n @ Vertical Mirror Plate Contents k
— ™ l T v e ® L Horizontal Mirror Plate Contents
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Click in the center of the plate.
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After clicking in the center of the plate, all fields are merged and multiple plate objects will be created

based on the number of text variables selected.
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Also, if there are more variables than can be fit into one plate in the Vision software, multiple plates (or
pages) are automatically generated for individual output to the engraver. The lower right corner of the

Vision software screen allows the user to view the individual pages. During the Engrave operation, the
user will select the page to be sent to the engraver.

1 Smithn

mizl ol 25
'Eeviouspage_

To finish this example job, set up the engraver for a metal burnishing application as described in the
previous section and select the Engrave icon from the left toolbar. If you choose to run a Dry Run (as
shown) to make sure the setup is correct, proceed as in prior sections to send the file to the engraver.
Make sure you have performed the set surface procedure as well.
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Note that if the plate objects are left as part of the file sent to the engraver, they will engrave as well. If
this is not desirable, simply select the plate object within the Vision software and delete it prior to
sending the file to the engraver. Alternatively, the plate object may be changed to a different color than
the text to be engraved, or you can print selected objects by changing a setting in the Engrave
Engraving Default screen from the top menu bar. The Engrave by Color option is discussed in the next
example job.

© 2015 Vision Engraving Systems



100

Vision Series 4 Controller User Manual

In this example, the plate object lines were engraved.
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7.2.4 Profile Cutting

In this section, we will set up to engrave with a standard engraving cutter and cut completely through
engraver's plastic with a cutter/beveler. The cutter/beveler is used to create a contrast on the edge of the
cut material. The figure below shows the spindle with a rotary cutter/beveler.

Spindle with Rotary Cutter/Beveler

‘ l I ‘ 44— Spindle Pulley

\

ol 4—— Micrometer

Cutter Knob ———»

Cutter —

4fp—————— Spindle Housing

Pointer

| | 52 CONE

First, to install the rotating cutter, loosen the set screw on the cutter knob with the supplied cutter
wrench and move the cutter knob to about the mid-point of the cutter tool, then lightly tighten the set
screw. Insert the cutter into the top of spindle and lower it until the cutter knob can be screwed into the
spindle. Tighten the knob COUNTER-CLOCKWISE (when viewed from the top of the spindle) until it is
hand tight. Then, you must zero the cutter. To do this, you must first turn the micrometer so that the
pointer points to 0. Note - it is helpful to first turn the micrometer to the left (clockwise) until threads just
start to appear on the spindle. This allows for sufficient depth adjustment when turning the micrometer
to the right. Zero the cutter, then set the engraving depth as described in the Rotary Engraving section.
You will then need to set the cutting depth of the cutter/beveler tool.

Setting Cut Depth for Cutter/Beveler Tool - Standard Method

If you have measured the thickness of the material to be cut, you can adjust the micrometer in two
ways - 1) adjust the cutter to cut through the material PLUS 0.001 - 0.003 inches (0.0250 - 0.075 mm).
This method will produce a clean cut of the parts and lightly cut into the sacrificial material underneath,
or 2) adjust the cutter depth to cut through the material MINUS 0.001 - 0.003 inches (0.0250 - 0.075
mm). This will create a "kiss cut" that will leave a very thin amount of material which holds all of the
parts together, then the parts can be snapped apart after removal from the engraver. This second
method is ideal in production environments where part handling is an issue.

Alternate Method For Setting Cut Depth for Cutter/Beveler Tool - "Stacked Material Method"

As an alternate to dialing the micrometer 50 or 60 clicks to set the cut depth on 1/16th inch plastics (or
up to 130 clicks for 1/8th inch material), this second method utilizes a second piece of the same kind
and thickness of material to be cut to set the cut depth. Refer to the below diagram - the material to be
cut is placed on top of the sacrificial material/Multi Mat materials. The material to be cut is held in place
either with double sided tape or by the spreay adhesive/transfer tape method detailed in the Holding
Down Materials section. Then a second piece of material is placed on top of the material to be cut. The
nose cone is lowered on top of the second piece of material (near its edge) and the cutter is adjusted
downward until it touches the top of the material to be cut. This, in effect, sets the cut depth to match
the material thickness. The cutter knob set screw is tightened, then the micrometer is adjusted, either
for a through cut (turning clockwise) or a kiss cut (turning counter-clockwise), 1 - 3 clicks.
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~_{Nose Cone|

__——{Second Piece of Material|

i

*‘| Material to be Cut |

"Multi Mat Materiall | Sacrificial Materiall

Holding Down Material

Secure the material on the t-slot table. It is best to use Multi Mat to hold the material in place, but keep
in mind that since we are cutting completely through, there will likely be cut marks into the Multi Mat
when the job is complete. A better procedure is to use a piece of sacrificial material on top of the Multi
Mat. DO NOT place the material to be cut directly on the t-slot table. If you do, then the cutter will cut
into the t-slot table and permanently damage the surface. Other methods for holding material down are
in the section Holding Down Material.
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7.2.4.1 Example Job 4 - Profile Cutting

In this example job, engravers plastic will be set up to engrave several name badges, then the badges
will be cut out. 1/16th inch standard engravers plastic is used. Two different tools will be used - one to
engrave, and one to cut/bevel the edges.

As with Example Job 2, the Vacuum Chip Removal System is highly recommended for this application
and is shown in this example.

First, the plate size will be adjusted to a 10 x 8 inch size (the standard Vision VE810 10 x 8 inch area
can be used).

Plate Size

Origin Selection

Current Selection:

'VEB10 {10.00in X & 00in) -

Dirmensions
“Width: Height:

I'_' [10.000 :‘x 8.000 :‘ o

Selected Driver
WE&TD 54 |

Measure ‘ QK | Cancel |

A single Plate Object will be created (from the top toolbar menu - Layout — Plate Object — Create
Plate) with a size of 3 x 2 inches (75 x 50 mm) and margins on the top and left side will be set to 0.25
inches (6.4 mm). The margins are necessary so that during the cutting operation, the cutter will not cut
right on the edge of the material, or on the edge guides.
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A Clip Art image will be added to the badge. The image is GENE0038.CDL from the Vision software clip
art in the General folder (installed as C:\Vision Express 9\ClipArtGENERAL. If you are using Vision
Expert or Vision Pro, the folder name will reflect your particular version). To import the clip art, simply
browse the folder in Windows Explorer and drag the file to the engraving area on the plate within the
Vision software. the image will be quite large, so it must be re-sized to fit, either by changing the size
manually on the toolbar, or by selecting the object and clicking on a corner node (holding down the left

mouse button) and dragging the corner to make the image smaller.

For this example, the image was re-sized to 0.5 x 0.5 inches (12.7 x 12.7 mm) and located at X 0.75, Y
1.875 as shown below.

file Edit Layout Amange Engrave Iransform View QOptions Help
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Next, three text fields are entered with the Text Compose tool. At first, when clicking in the middle of the
Plate Object, the text field is set to centered within the plate and auto sized. We will adjust the text frame
size and location using text Frame mode. To enable, select the Toolbar Mode Icon on the toolbar (only
visible after selecting text, or after clicking on the Text Compose icon, then clicking within the plate
object), then select the Frame mode. This will allow sizing and placement of the text field.
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Select Frame mode.

AB |- @
# — | Line
6.5 C | character

O Frame

—Line Positioni.k—

[¥ Compress at Bounds

Next, we will re-size the text area and type in some text (it does not matter what text is entered here. It is
just entered to create the text object). To re-size the text frame, click and hold with the left mouse button
on the black edge of the text frame and drag the frame to the appropriate size.

Shawalihed
=

Two more text fields are entered in the same manner, re-sized, and fonts are changed.

Shaun Gbertt BWMmﬁbﬁt

Century ARLINES Centupy AIRIINES
] [ 8] 8 |

[ e

e ———— then,
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At this point, we need to change the two fixed text fields to graphics, so that when we import the text file
for multiple badges, the correct text is replaced. Select the two text fields shown and from the toolbar,
select Arrange — Text To Graphics. HINT - to select more than one object, click on the first object,
hold down the Shift Key, then click on additional objects.

Layoutiﬂnange] Engrave Transform View Options Help
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The two text fields are now non-editable graphics and will not be replaced when importing a text file with
variable text. Next, copy the list of text variables from a Notepad text file and select Paste Clipboard Into
Plate, then click in the middle of the Plate Object.
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The screen should appear as below after pasting the names into the plate.
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Lastly, before we send the file to the engraver, we will separate the graphics into two different colors,
one for engraving and one for cutting. This is necessary so that two files can be sent to the engraver
independently and a cutting tool change can be performed after engraving. To change the Plate Object
frames to another color (red in this example), select the Plate Object frame, then click on the Red color
icon on the bottom toolbar of the Vision software. It is also a good idea to verify the color of the other
objects on the screen. If all other objects are to be Black, then select everything except for the Plate
Object frame and click on the Black color icon at the bottom of the screen. Many times, when importing
graphics, the color is unknown, so making sure the graphics are the correct color is good practice.
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Note that is there is more than one page of names, each page of the file will need to have the
plate frame color changed.
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After changing the plate frame color.
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If you try to send this file to the engraver at this point (by clicking on the Engrave icon), a warning
screen may appear as below.

Cut Order Warning

the Fill Tool passes first

[~ Daon'tshow this message again

I multiple tools ane being wsed for this job enable the Cut By Color opbon n
Flotting Detaults. For two-tool 30 Chisal jobs. output the color assigned to

=

LY
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In order to engrave by color, from the toolbar menu select Engrave —» Engraving Defaults (Note that the
Cut Order Warning screen refers to the "Plotting Defaults", but the menu item is "Engraving Defaults"),

Q’l Vision Express 9 - Cut and Engraved Badges 2.CDL

File Edit Layout Arrange[ﬁngrave]lransform View Options H

"Plate Ohject" # 250 o1 Output.... Alt+P
(BZEHDTEY o : Engraving Defaults

in | Tool Options... k
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Plate Engrave

N l&ﬂjllf150051115225
then make sure Engrave by Color checkbox is selected, then Apply and Close.
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In order to send the engrave file to the engraver, select the Engrave icon from the left toolbar, at which
time the Filter by Color window will appear. Select the color to send to the engraver in the Filter Layer
drop down box. In this example, all text and graphics are Black, so the color Black (P1) was selected
from the drop down menu in the Filter by Color window.

Filter by Color

Filter Layer M Select

Filter Rieq Marks 2 k‘ Cancel
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After clicking on Select, the Vision software window will show only the color being sent to the engraver,
in this case, black. Make sure that Engravers Plastic(Engraving) is the material selected, and all options
are turned on in the Cut Toolbox, including Dry Run for this example file. Select the Engrave icon from

the Cut Toolbox to send the file to the engraver.
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If there are multiple pages, the Page Selection screen will appear for you to choose which page(s) to
send to the engraver. In this example, the Current page will be sent by itself so that the cut file can be

sent afterward.
Page Selection e

Frint Pages 0K _I
Al
Cancel
(& CurentPage
(" Pages: k

(Example:1-3,7-10)
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After selecting OK, the engraving file is sent to the machine. Place the material on the table and make
sure the engraver is set up as in Rotary Engraving section before running the file. Use the proper

cutting tool for the engraving application. Note that the nose cone for the vacuum chip removal system
has been installed in this picture.
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Cutting

After sending the engrave file to the machine, the Filter by Color window will re-appear, signaling that

the software is ready for you to send another file to the engraver. Since we need to change the material
setting, select Stop Cutting.

[ Filter by Color

Filter Layer ___Iv

Filtar Rieg barks v Stop Cufting

To change to the material setting for cutting, select Engrave from the top toolbar menu, then Tool
Options.
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Select the Engrave icon from the left side toolbar, then select the color for cutting in the Filter Layer
drop down box in the Filter by Color window (select Red for this example),

Filter by Color

Filter Lerser _v| Select
Filter Fieg Marks 2 Stop Cuttin

then select Engrave from the Cut Toolbox. The screen will show only objects in the color selected in the
Filter by Color window.
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The page selection screen will re-appear, for this example, choose Current Page and select OK. The file
will be sent to the engraver. Make sure you have installed the cutter/beveler tool for this process and set
up the cutting depth as described in the previous section. When the file is complete, is should appear as
shown.
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Note - The Filter by Color screen will once again appear. Since we have no further colors to send to the
engraver, select Stop Cutting.

Filter by Color

Filter Layer

Filter Beg Marks

ER— - | soec

Stop Cutting
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7.3

7.3.1

7.3.1.1

Level 2 Job Examples

These second set of examples involve more skill. From reverse engraving and color filling, to deep
engraving and the creation of tool paths; these examples should build on the skills discussed in the Level
1 jobs and prepare the user for more advanced applications.

Reverse Engraving/Color Filling

In this example, a reverse engraved sign will be created from reverse engraver's plastic. The techniques
used with this application are: text layout and positioning, importing clipart, drawing simple graphics,
adding fills, mirroring the graphics for reverse engraving and color filing. The basic setup is similar to
that performed in the Rotary Engraving section in Level 1 Job Examples.

Example Job 5 - Reverse Engraving

In this example, a sign will be made using reverse engraver's plastic. The piece is pre-cut and measures
6 inches x 6 inches (150 x 150 mm).

Note - In this application, it is highly recommended to use the Vacuum Chip Removal System as
described in the Optional Accessories section. The process of engraving or cutting plastics, acrylics,
sign foam and wood, produces a significant amount of debris that can clog the nose cone and/or get
trapped between the nose cone and the material, which will cause engraving/cutting depth
inconsistencies as well as potentially scratch the surface of the material. The Vacuum Chip Removal
System significantly reduces these problems and provides for a cleaner work area.

Set the plate size to 6 x 6 inches and select the driver for your machine. In this example, the Phoenix
1212 Series 4 engraver will be used.

Plate Size @
Origin Selection k

Current Selection:

Custom ﬂ

Dirmensions
“Widdth: Height:

I'_' J6.000 i‘x 6.000 :‘ i ch

Selected Driver
[Phoenix1212 54 ~|

Measure ‘ QK | Cancel |
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To make this job setup a little easier, we will add guidelines to the plate. Right click outsize the plate area
to show the Edit Guides window. Then select the vertical guides as shown.

Edit Guides ==
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k Cancel
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Label Font |

Enter 0.25 in the X entry field, then click on Add. Type in 5.75 in the X entry field, then click on Add,

then click on OK.
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The plate are should now show the two guides you just added.
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We now import clipart to add style to the sign. To import the file, select File — Import from the top menu
bar. This will open the Import File window. The file we are importing is BORD0117 and is located in the

C:\Vision Express 9\ClipAriBORDER folder. Select the file, then click on Import. Click inside the plate
area to finish importing the file.

@ import File =5
Lok in | BOADER - @@
~
Recent Places

. :\_ ) -‘\‘ "y : h

Deskiop A B i i :ﬁ) =
- .

Libearies BORDO114.COL BORDO115.CDL BORDO116.CDL BORDO117.CDL

Computar

= N T3 O

File rame [poRDD117 CDL -] impiost
Files af type |V|s|=nPloDrmngF|l=}(‘cﬂj | Cancel
[* Thick Lina [ Memge [* Preves

[~ Fegtain fle name

Fites |

Change the size to 1.5 inches wide by 0.651 high and change the position to 3.00 inches X and 1.25

inches Y as shown, using the top toolbar fields. Make sure the center "Nub" is selected when positioning
graphics using center coordinates.
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To add a rectangle that will separate the sign, select the Shape Tools icon from the left toolbar, then
select the Rectangle tool.

s

‘&f

a |

4 90mex%xD
3 1

Draw a rectangle 5.5 inches wide x 0.05 inches high and position it to 3.00 inches X and 1.90 inches Y,
as shown below.
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Enter the text shown with the Frame Text tool. The font is Albert-B, 0.500 inches high.
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Using the position entry fields on the top toolbar, which will only show if you exit text mode after entering
the text, then select the text as shown, change the position to 3.00 inches X and 2.5 inches Y. In a later
step, the Y position will be changed slightly once all the text has been entered.
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Add the additional text as shown. Each text is entered separately. (Monday - Thursday is one line, 8:00 -
5:30 is another line, etc.) The guides we added can be used to "snap" the text into position and align
the left and right edges of these lines of text. To align each line of text, select the text along one line
(such as Monday - Thursday and 8:00 - 5:30), then use the Align tool by selecting Layout — Arrange
and Distribute —. Align to Last Object —. Centers Vertically.

File E{!itﬁuran.ge Eng_rave Transform View Options Help
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Align each line of text. The spacing between text lines was equalized by moving each line of text with the
up or down arrow keys on the computer's keyboard.
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Since we are engraving the back side of the plastic, we need to mirror all objects about the center of the
plate. Select all objects and click on the Horizontal Mirror icon on the top toolbar.
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The plate should now appear as below.
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Next, since we are going to use a Hatch Fill to engrave the inside of all of the characters and clipart on
screen, we first make sure all objects have the same outline color. Select all objects, then click on the
Black color swatch on the bottom toolbar (shown below) with the left, then the right mouse buttons. This
should be done any time clipart is imported. Many times, clipart is drawn in colors that may look similar
to the color of other objects, but if they are different. The software will interpret them as different tools,
and they may be engraved out of sequence or with different parameters.

3

Move vertical guideline

jﬂﬂuj@
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Once the color of all objects is the same, select only the clipart, then select Arrange —» Break Path,
then select Arrange —. Make Path. This resets the fill path so that when we use the Hatch Fill tool, the
correct parts of our clipart object will be filled.

3 - Office Hours Sign 1 Express.CDL

: Engrave Transform View

Order Pl
Make Path Ctrl+H 0E
Break Path Ctrl+]
E Text To Graphics Alt+B ﬁ
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Clipping v

Lastly, select the Stroke aﬁd Fill Tools (or the Tool Path Tools in Vision Expert or Pro) icon from the left
toolbar, and click on the Hatch Fill tool.
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The top menu bar will change to the Hatch Fill toolbar in Vision Express only. (For Vision Expert or Pro,
see Fill Tool usage in Example Job 6). Since we are using a 0.015 Flex Cutter for this example, we need
to change the Tool width setting to about 25% less than the cutter tip width. In this case, the Tool Width
was set to 0.012 inches, the Fill angels was left as 0 degrees, the S sweep patter was used (it is faster
than the line sweep pattern) and the color was set to black. Once these settings have been changed,
click on Close to exit the Hatch Fill toolbar.
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At this point, the file is ready to be sent to the engraver. Place the reverse engraver's plastic material on
the t-slot table on top of Multi Mat. Set the engraving depth to slightly more than the cap layer for your
material. In this case, the engraving depth was set to 0.020 inches (20 clicks). Send the job to the
engraver using the Engravers Plastic material setting, hook up your vacuum chip removal system and
start the job.

- Office Hours

y - Thursday 8:00 - 5:30
Saturday  8:00 - 3:30
Closed

When the engraving is complete. Brush of any excess plastic chips from the engraved areas and color
fill these areas with an acrylic based paint. It is recommended to mask the edges of the piece before
painting. In this example, two colors were used to fill the engraved areas.

(Back of plate shown for reference)

TR0
Office Hours

Monday - Thursday 8:00 - 5:30
Friday - Saturday 8:00 - 3:30
Sunday Closed
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7.3.2

7.3.2.1

Deep Engraving Sign Foam

In this example, a sign will be deep engraved using Sign Foam material. The techniques used with this
application are: creation of circles, fitting text to a path, logo creation, basic welding of objects, creating

a star, object alignment and centering, and tool path fills.

Example Job 6 - Deep Engraving

This example job will cover the creation of a sign made from Sign Foam. The background of the images
will be engraved, which will allow the text and graphics to remain at the surface level.

Beginning with a plate size of 8 inches x 8 inches in the Vision Expert 9 program, create three circles

using the Circle Tool.
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The circles should be sized to 7.5 inches, 5.125 inches and 4.75 inches diameter, then centered within
the plate.
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Select the middle circle, then select Transform —. Fit Text to Path from the top menu bar.
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Select Add Text from the top toolbar.
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Select Arial Black from the font drop down list and set the size to 0.625 inches, type in the text as

shown, then click on OK on the top toolbar.
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Select the Bottom Start Position icon, then select the Text on Path icon.
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Select the Apply button. The text should now be located around the middle circle as shown below.
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For this example, the text needs to be placed in between the outside and the middle circles. Enter 0.250
in the Text to Path Distance entry field, then select Apply, then select Close.
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The text should now be centered between the outside and middle circles.
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Two stars will be added using the Star tool.
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Select the Star tool, then click, hold and drag the first star as shown. To constrain the star and keep it
level horizontally, hold down the CTRL key on the computer keyboard while drawing the star.

Draw a second star in the location shown. Do not be concerned with the size or exact placement of the
stars at this time.

0 Vision Expest 9 - Vision Foam Rout woking file C0L = =
Eile Ed® Layout Amange Engrave Jransform fmage Wiew COplions Wieb Help
S sss = 1AM :| == 1303 =] 100000 j & noan ii"
{Honea ser wmoan F roas Hooomo Hy .
VIR S Evo$RANET L AT EEO 3@ XY KT @:
I T R e e R e e e p e e e e [
3
= L |
Al
i :
Al J
A m
a, |
@
| ]
-1
3
A
¥
‘3' -
T Fill- ¥GE. Black Duph 0000 Passas 1, Stroke = Nona, Layes = Layer 1, Transparancy = Hena BlRde] a0 ¢
e JJOSEEEDEDEEDDGEOE0EDHE

© 2015 Vision Engraving Systems



130

Vision Series 4 Controller User Manual

Select the first star, then change the size to 1.25 inches high in the Object Height entry field on the top
toolbar. Repeat this for the second star.
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Select both stars, then select Layout — Align and Distribute — Align to Last Object and click on
Center Vertically from the top menu bar.
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To center these two stars within the circles, first, group the stars by selecting Layout, then clicking on
Group from the top menu bar.
Hint: Hold the CTRL key on the computer keyboard and press the letter G at the same time as a
shortcut to the Group command.
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With the group of two stars selected, hold down the Shift key on the computer keyboard and select the
inner circle.

To align the group of stars to the circle, select Layout — Align and Distribute — Align to Last Object
and click on Center Vertically from the top menu bar. Repeat this for Center Horizontally.

Hint: Shortcut keys are listed for many of the menu bar items. Simply press the letter C or the letter
E on your keyboard to align vertically or horizontally to the last object selected.
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After aligning the group of stars to the circle, the screen should appear as shown below.
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We will now create a logo by welding text together. Enter text using the Text Compose tool near the
middle of the plate as shown. The font used is HANDLED and the size is 1.0 inch and the slant is 16
degrees. To access the Slant field, Character mode must be chosen.
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Before we can modify this text and weld it together, we must convert it to graphics. Select the text (or
exit text mode by clicking in an empty area of the plate, if you are still in text mode), then select Arrange
from the top menu bar and click on Text To Graphics.
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Each letter can now be selected individually. Select the first letter and move it to the right using the
arrow keys on your computer's keyboard. Make sure there is an overlap with the next letter (as pointed
to below). Add the second letter to the selected objects by holding the Shift Key on your computer's
keyboard and clicking on the second letter (with the first letter still selected). Using the Shift/Click adds
or subtracts objects as selected objects. With the first two letters selected, move them both to the right
until the second and third letters overlap.

Overlap first and second letters. Overlap first/second with third letter.
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Select all of the overlapped letters, then select the Weld Tools icon from the left toolbar, then select
Basic Weld.
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The finished logo should now appear as shown below.
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Center this logo in the middle of the plate.
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In order to engrave the background of this graphic, but not the text, or the area between the inner and
middle circle and the stars, we need to use the Make Path tool after selecting all the objects. Before
doing so, the text we added to the outside of the circle must be changed to graphics. Select this text,
then select Arrange from the top menu bar, and click on Text To Graphics as we did for the logo text. To
use the Make Path function, select all objects, (Hint: Press the F3 Key on your computer's keyboard to
select all objects) then select Arrange from the top menu bar, and click on Make Path.

et - Vi g file.COL

iyout [Arrangel Engrave Transform Image View (
Order ¥ 15.000
Make Path Ctrl+H  15.000
Break Path * Qi+l |
Connect Path (] ‘
Rubber Stamp 4
Reduce Modes

Text To Graphics Alt+B
Simplify

Convert To *
Convert To Curves

@

]

Close Graphics
Stretch

O

| i

The Vision 9 software will automatically create a fill area based on the objects selected. To view the area
now defined for filling, click and hold on the center node (with all objects selected). This will display the
area which can now be filled.
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We now need to create a tool path to fill in the highlighted area. Select Tool Path Tools form the left

toolbar. Then select the Fill tool.
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The Fill window will appear. Since we are going to use a 1/16th inch End Mill to engrave out the
background, select the 1/16" End Mill as the Tool, set the Depth to 0.150 inches. Choose Red as the
Color and set the Fill Style as Spiral and the Fill overlap to 15 percent. Lastly, set the gap to -0.010
inches. Using a negative Gap will allow the cutter to slightly reduce the size of the characters and
increase detail in sections where these is not enough room for the tool to move through.

Fill

Taok |1/16" End Mil

-E-H 2l ’Wﬂ L]

[ Inlay

Fine Tool: [~ |Name needed

Depth per pass: :| J

Fill style: |Spiral

Lead in

[T Leadin

Cleanup

[T Cleanupfilange

=1 [B]

Fill ceverlap: [n.nuaar :‘ 15

Cancel

_v_l ;
Color. -

Cutinling last [
cour N
Gap: [0.01000 il

ﬂ%

Optimized spiral fill [v

© 2015 Vision Engraving Systems



138

Vision Series 4 Controller User Manual

Click on the icon to the left of the Depth field as shown. This will allow the user to set the number of

passes the engraver will make.
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The Engrave Parameters window will appear. Set the number of passes to 1. Note that the other fields

will automatically adjust. Click on OK to close this window.
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To view a representation of what the image will look like as engraved, select View from the top menu bar,
then click on Show Line Style.
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Click off to the side of the graphic in an open area. The image will then be displayed as shown below. It
is a good idea to zoom into several sections of the image to make sure there are no un-engraved areas.
If there are, either a smaller diameter tool should be used, or the gap should be reduced in order to
increase detail.
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To send only the tool path we just created to the machine, select the Engrave icon from the left toolbar.
You will likely see this warning.

Cut Order Warning .
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the Fill Tool passes first

| Don't showthis messege again

Uk I

Click on OK. Then select the Filter by Color icon in the Cut toolbox.
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The Filter by Color window will appear. Click on the down arrow in the Filter Layer selection, then click
on the Red color swatch to select only the red tool path we created. Then click on Select.
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Before sending the job to the machine, we need to place the material on the table, secure it with clamps
(or other hold down methods) and set the surface of the material.

Since we are not using the proximity sensor in this application and are setting the cut depth based on
the settings in the tool path we previously created, we need to use the Set Surface feature on the
machine. Before doing so, install the cutter so that the cutter tip extends MORE than the cut depth set in
the tool path. In this example, the cut depth was set to 0.150 inches. In the below picture, the cutter tip is
shown extending approximately 0.250 inches below the vacuum nose cone. This is critical when not
using the proximity sensor. If the tip does not extend more than the cut depth, the nose cone will stop the
tool from cutting to its proper depth.
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To set the surface, move the spindle over your material and lower it down using the Z Down button on
the Pendant until the cutter tip just touches the surface of the material. Press the Set Surface button on
the Pendant, then press Enter on the Pendant to set this position.

HINT: You can quickly determine when the cutter tip contacts the material surface by placing a piece
of paper in between the cutter and the material and sliding it back and forth while slowly lowering the
spindle. When you feel resistance, stop lowering the spindle and press the Set Surface button on the
Pendant, then press Enter on the Pendant to set this as the surface position. Using this method also
protects the material from being scratched by the cutter.

Once the surface has been set, select the Engrave icon from the left toolbar and make sure you have
selected the correct device and tool options for Sign Foam Engraving, then select the Engrave icon from
the cut toolbox to send the job to the machine.

WARNING: When not using the proximity sensor, the user MUST be prepared to use the
Emergency Stop to stop the machine in case the job was not set up properly and the cutter
continues to move down beyond the desired cut depth! If a set up error has been performed, it is
possible for the machine to drive the cutter into the engraving table, causing significant damage to
the cutter, spindle and table!

Use of the vacuum nose cone is highly recommended for this application.
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7.3.3 Profile Cutting Dimensional Letter - Metals

143

In this example, a dimensional letter will be cut out of 11 gauge aluminum plate with the Vision 2550
Router. The techniques used in this application are multi-pass metal cutting, holding down material,

creating tool paths and using the Surface Sensing Block.

7.3.3.1 Example Job 7 - Dimensional Letter in Metals

Begin by setting the plate size to a 9.0 x 9.0 inch area.
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Using the Frame Text Compose tool, enter the letter as shown below. The font used in this example is

Windsor and the font height is 8 inches
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In order to create a tool path, text objects must be converted to graphics. With the letter selected, select
Arrange from the top menu bar, then click on Text to Graphics. (Hint: Use the shortcut keys ALT + B)
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With the letter still selected, select the Tool Path Tools from the left toolbar, then click on the Male path

tool.
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The Male path window will appear. In this example, since we are cutting completely through a piece of
11 Gauge aluminum, we will be using a 1/4" End Mill as the cutting tool. Set the Depth to slightly more
than the material thickness. In this case, the material actually measures 0.091 inches thick. We will set
the cutting depth to 0.100 inches and choose the proper tool for this application. Set the color to a
different color than what was used to draw the original text, in this case, Red is chosen. Then click on

the J icon to the right of the Depth field in order to set the number of passes.

Male

Tool: |1/4" End Mil =
Diepth: [0.10000 il_* Color

[ Inlay Gap: Mﬂ

[ Leadin

[T Cleanupfflange
-

(] 4 Cancel

Set the number of passes to 2. The other fields, except the Depth field, will adjust to equal depths per
pass. Click on OK when finished.

Engrave Parameters

Depth: [010000 2]
£ =

Depth per pass: (0.05000 jl

Last pass depth: |0.05000 i'
Passes: [2 i—l
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The tool path will be created. At this point, we are ready to send the job to the machine.
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We only want to send the red tool path we created to the machine. There are several methods to
sending specific objects to the machine. In this example we "turn off" all colors except for the one we
want to cut. To do this, first, notice that on the right side of the Vision 9 window, there are two color
swatches. These represent the colors we have used in our drawing (Black and Red).
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To only send red objects to the machine, we can "turn off" the black by holding down the CTRL Key on
the computer keyboard and clicking of the black color swatch with the LEFT Mouse button. Clicking on
the swatch once will turn that color off and clicking it again (while holding the CTRL Key down) will turn
the color back on.

For now, turn the black color off using the above method. Notice that the black object on screen is now
shown with a dotted line. This indicates that we cannot select or print this color.

=8 E08 =%~

3 AR D@
s S L‘.Ol.JJ“l‘.]_',d
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L T T T Tl | A | I | |

E R

P 4

This method of selecting which colors to send to the machine will be very useful when complex drawings
with many objects, colors and tool paths are used.

Before sending the job to the machine, the material must be placed on the table and the surface must be
set. The hold down technique used in this application is the Spray Adhesive technique discussed in the
Holding Down Materials section. A piece of MDF was clamped to the machine's table for use as a spoil
board and a large section of application tape was placed on the spoil board. Application tape was also
applied to the back of the aluminum plate. Adhesive was sprayed on to the tape covering the spoil board
and the tape on the back of the aluminum plate. The plate was then pressed on to the spoil board to
secure it.
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The set surface procedure used with the 2550 Router in this example utilizes the Surface Sensing Block
(see below). Please refer to Set Surface Procedures in the Operation section of this manual.

Set the Home position to a point approximately 1/2 inch or more from the top left edge of the aluminum
plate. This is to allow room for the cutter to trace a path inside the aluminum plate. When the machine is
set up, select the Engrave icon from the left toolbar, make sure the Device is set for your machine and
click on the Tool Setup icon to change the settings to profile cut the aluminum based on the
recommendations of the cutting tool manufacturer*.

* Feeds and speeds for profile cutting materials heavily depend on the tool design, material and
thickness. Due to the complexity of these factors, please refer to the suggested feeds and speed data
available from the manufacturer of your particular cutting tool.

Metal applications are best performed using a lubricant. If your machine does not have the Vision
Misting System, spray the surface of the metal prior to (and sometimes during) the cutting process.
When cutting aluminum, the lubricant helps to reduce the chances of chips welding themselves back on
to the base material and also to extend cultter life.
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There will be a tremendous amount to debris created when cutting with a large diameter cutter. A shop-
vac will be useful in keeping the work area and machine clean.

Remove the cut piece by prying it up with a sharp tool. The spoil board will have grooves cut into it, but it
can be resurfaced using the router and reused until the board becomes to thin.
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The finished part.
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7.3.4 Profile Cutting Dimensional Letter - Non-metals

In this example, a dimensional letter will be cut out of Sign Foam material with the Vision 2550 Router.
The techniques used in this application are cutting thick materials, holding down material and creating

tool paths.
7.3.4.1 Example Job 8 - Dimensional Letters in Non-Metals

Begin by changing the plate size to 9.0 x 9.0 inches.

Plate Size -

Onigin Selection Orientation

!

® Porrait
)

(~ Landscape

Current Selection:

[Cusor ~]

Dimensions
‘Width: Height:

— 5,000 ﬂx [3.000 ﬂ inch &

Matarial Selection

Thickness
[Engfﬁvars FlasticiEngraving) Lf [ 10.000
Selected Driver
|Phoenix 1212 54 |

[ Resize objects proportionally

Fesetio Square J

Agdvanced Measure ‘

Select the Text Tools icon from the left toolbar and click on the Frame Text Compose tool.
Al
Q'@A@%?s%@é

Ni |Frame Text Compose (Ctrl+F8)|

@

il
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Type in the letter shown below. The font used in this example is Arial Black and the front height is set to

8 inches.
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In order to create a tool path, we first need to change the letter from text to graphics. With the letter
selected, select Arrange from the top menu bar and click on Text to Graphics.

pert 9 - Untitled1.CDL
Layout | Arrange | Engrave Transform Image View Options Web Help

#1 Order Yraz 2 oo s [
g Make Path Ctri+H 3840 3 100000 s, &
1 Break Path Cird+) |
&. € connectpath > ﬂ ﬁ[ = ,‘ ZQ ﬂ_
-3 ' Rubber Stamp R = I e
Reduce Nodes
Text To Graphics Alt+B
Sitaplify
Convert To 4 o
Convert To Curves
Close Graphics

Stretch
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Select the Tool Path Tools icon from the left toolbar, then click on the Male tool path tool.

4|1 0 \\
LigwwpLnowu| \
=i

The Male tool path window will appear. The tool used for cutting in this example is a 1/8" End Mill and the
material is 0.875 inches thick. Select the correct tool from the Tool drop down list, and set the Depth to
slightly more than the material thickness. In this example, the Depth was set to 0.875 inches. Click on

the J icon to the right of the Depth field to set the number of passes for this tool path.

Male

Tool: m J
Depth: [0.67500 f; % Color: [ _L]

I Inlay Gap: [0.00000 j

[T Leadin

]
m

[T Clesnupfflange
-

0K Cancel ‘

The first thing you should notice is that it's not possible to set the number of passes to 1. This is due to
a limitation in the standard End Mill settings. In order to cut the material in one pass, an End Mill
designed for this purpose is necessary. If you have the correct tool, select Cancel from this window and
from the Male Tool Path window. We will then add a custom tool setting for a cutter designed for Sign
Foam that has the ability to cut up to 1 inch think material. If you are using a cutter with less depth
capability, you will need to use more than one pass to cut through the material. Do NOT attempt to
profile cut any material thicker than the maximum cutting height of the tool being used.

Engrave Parameters
S eI
Depth: [p.87500 4
Depth per pass: [0.50000 j
Last pass depth: {0.37500 j

Passes: [2 =
k
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Select Engrave, then click on Tool Library to add a new tool for this application.

xpert9 - Dim Itr V.COL
Layout Arrange m Transform Image View Options Web H:
Output... Alt+P 5y

a =%
9 2!  ADAPIot -
“le
Engraving Defaults
Q. m @ Tool Options.. ﬂ =
3 2 Tiling... 3

Tool Library...
Create Tool Path k‘ 4

Delete Tool Path

In the Tool Library, select a tool that is closest in description to the one you want to add. Give it a new
name (1/8' End Mill 1" Cut was used in this example). Enter the cutting Height of the tool (1.00 inch in
this example). Click on Add, which stores the new tool in the tool library, then click on OK.

Tool Library 3|

045 Engraver A
060 Engraver

075 Engranver

080 Engrever

125 Engraver

1.25" 90" v-Bit =
1/2* 90" Conical

1/4* End Mill —!
1/16" End Mill Delete
Diamond Drag

010 30° 11/64° ADA Profile Cutter
010307 1/4" ADA Prafile Cutter x

OK

Cancel

Change

J B

Mame: Type: |End Mill

148" End Mill 1" Cut

Tool parameters

Diameter 1: (0.12500 i‘
Height 1: |{1.00000 i’ k

Select the Tool Path Tools icon from the left toolbar, then click on Male. Choose the new Tool you just
created and adjust the Depth to 0.875 (which is slightly more than the actual material thickness - which

measured 0.863 inches). Click on the —-I icon to set the number of passes.

R [1/8" End Mill 1° Cut ~| | -
Depth: |u.a?500 i’ * Color

[ Inlay Gap: [0.00000 j

[~ Leadin

1

[~ Cleanupfflange
-

Ok I Cancel

Male [
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Set the number of passes to 1 and click on OK, then click on OK in the Male tool path window.

Engrave Parameters [

Depth: IpB?TiI
Depth per pass: Wil
Last pass depth: Wj
Pesses: | =

The tool path should now be created as shown below.
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This example will show how to set the Device and the Tool before sending the job to the machine. Select
Engrave form the top menu bar and click on Engraving Defaults.

- Dim hr V.COL
t Arange [Engrave| Transform Image View Options Web Help
a1 Qutput... Alt+F  7p il%
2!  ADAPIt w3, B
Engraving Defaults
& S Tool Options.. k‘ 13 2
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Select the Device as your machine. We will be sending only Selected items in our drawing to the
machine, so put a check mack in the box to the left of Selected, then click on Apply and then Close.

Plot

Selected Driver [2550 Fio

Copies
Copies]l =
pies 3
[+ Use Diver Copies

M

¥ move: [o000 il & Madi

" High

Tool Options

[}
= - Smoothing
Fmove: 0.000
ZI i Low

utar 54

Ciptons

[~ Mirror

[ Sort

[~ Fotate 90 degrees
r

[~ Engrave by Color

[+ Engrave
[ Jog
r
Engrave
"~ Page
um & Sign blank

= E‘Rh?clsd

LJ Setup
Taal
|f—\.ll Tools i

Object Start Point
(@ Current

(" Bottom

" Top

" Leh

" Right

Apply Cloge

Select Engrave, then Tool Options from the top menu bar.

- Dim Itr V.CDL

t Anange [Engrave| Transform Image View Options We
Alt+P 7
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ADA Plot

Engraving Defaults
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e

Tool Options...

R
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g
EM

Select Sign Foam (Cutting) from the Material list. Set the Proximity on/off value to 0. We will be using
the Set Surface function in this example, so the Proximity sensor will not be used. Click on OK when

finished.
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We now need to secure the material to the table. In this example, a piece of MDF was clamped to the
table to use as a spoil board (sacrificial material) and a large piece of application tape was applied on
top of the MDF. Spray adhesive was applied to both the top of the application tape and directly to the
back side of the piece of sign foam. The sign foam was then pressed on to the application tape to
secure it. This is a similar hold down technique as is discussed in the Holding Down Material section of
this manual. Do not attempt to apply application tape to the back of the piece of sign foam. It will not
stick well enough to hold the material in place.

Once the material is held in place and the End Mill is installed in the spindle, we then set the surface for
the material (refer to the Set Surface Procedure in the Operations section of this manual, or Example
Job 7). We also will set the Home Position to the top left corner of our material (refer to the Set Home
Position procedure in the Operations section of this manual).

To send the job to the machine, select only the tool path in the Vision 9 software (remember, we are
sending only selected objects to the machine). Select the Engrave icon from the left toolbar. Verify the
Device and Tool setup, then send the job to the machine by clicking on the Engrave icon in the Cut

Toolbox.
0¥ vision Expert 9 -Cut Preview] Dim i V.CDL RN =¥~
Fie O Layout Amange Engrave Transionm Image View Options Web Help
Toal MTeoh = e . L A : Gt Privies
Dervice 2550 Fiower 54 Pomm =
1  FPTTUTE 2 - FAFT ] |es B B e R el o i 2ol
+ - " - o
: I 4 ‘
Cut Toalbex !
e WL
COTr 7 HEX HHEK
1 SN = —.&. 1
Engrave =

" Sulact B¢ o0 »
el I 0 D D D D S O 8 =
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Since we have the Proximity sensor turned off, the machine will cut to a depth we set in out Tool Path
setup. It uses the surface position set with the Set Surface function as the "zero" depth and will lower
the cutter 0.875" below the material surface.

Caution: As with all applications, make sure you are ready to press the Emergency Stop or the
Pause button on the Pendant, in the event that the job was not set up properly and the cutter
moves too far down and starts cutting into the machine's table. Severe damage may occur if the
cutter is allowed to cut into the machine's table.

Once the job has been run, remove the material from the table. Note: In this example, the vacuum nose
cone was not used, but it is highly recommended to do so. As you can see by the waste remaining after
this piece was cut, there is a large amount of debris produced when cutting sign foam materials.

T
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7.4  Level 3Job Examples

These last 2 example jobs are more complex, require combinations of cutting and engraving, as well as
utilize features only available in the Vision 9 Expert or Pro software versions. A working knowledge of
the software and machine setup are required to produce quality results.

7.4.1 ADA Signs

In this example, an ADA sign will be created using 1/8th inch reverse engravable acrylic (clear with a
white background), plastic applique material, and the braille insertion tool. The techniques used with this
application are: importing decorative designs, using the braille inserter, creating braille text, reverse
engraving, profile cutting acrylic and applique material, creating tool paths and color filling.

7.4.1.1 Example Job 9 - Acrylic ADA Sighage

Note: 4 cutting tools are used in this particular application, although 3 tools can be used. The tools
are: 1/8th inch End Mill for profile cutting the acrylic, 0.030 Flex Cutter for engraving filled areas,
0.015 Flex Cutter for profile cutting the appliqgue material, and the Braille Drill Tool for drilling the
holes for the braille beads..

Begin by creating a 13 inch x 9 inch plate in Vision Expert 9. Vision Expert or Pro is required to create
braille text as shown in this example job. Select the Shape Tools icon from the left toolbar, the select the
Rectangle Tool..

'

@%“ % ] |

e 42 gemekond
ol )

e Tools

<

Create a 12 inch by 8 inch rectangle and center it in the middle of the plate. This will be used to cut the
perimeter of the sign.

4

AT vision Bxpert § - Untitied ] COL |
Fle Ed Lagost Amange Engrave Transform Image Wiew Options Web Help
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We now round the corners of this rectangle. With the rectangle selected, select the Round Corners icon
from the top toolbar..

BHO M@

||ID|||I||1'| I||12||I|

!Rounci Corners

The following warning about large radius corners may appeatr, if so, click on OK. Qur corner radius is
small enough to not distort the rectangle.

Radius Waming =

Alerge radius will cause a distorion
1o the drawings. For best results, use aradius of 144 of
thi smallest stroke or object width,

[ Don't showthis message again

0K

The rectangle options menu will appear above the top toolbar. Select the Round Outside Corners icon,
then set the Corner Radius to 0.5 inches. Click on Apply and then Close to keep these changes.

(! Vision Expert 9 -[Round Corners] Untitle:
File Edit Layout Armrange Engrave Tra
Style
= 4l oso 3

u_% NS S e :'d
%?1101 ab &l @ M & G

T T T | FR - R

Select the ADA Raised Text tool after selecting the Text Tools icon from the left toolbar.

Al 4
' A &b F AeC A :Ti:r ?s :EU g M

[ADA Raised Text
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Enter the text as shown. The Font is 0.75 inch EURO. Do not enter three separate lines of text by

161

clicking three times with the ADA Raised Text tool. Instead, enter the first line of text, press the Enter
Key on you computer's keyboard, the type the second line. Repeat this for the third line.

" (01 Vision Expert 9 -{Text Compose] Untitled] CDL
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Move the text to the bottom left area on the plate.
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To insert some decorative clipart, select the Clip Art Viewer after selecting Layout from the top menu
bar.

The Clipart window will appear.

(" Vision Expert 9 - Untitled1.CDL
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Select the file STRIPE09.CDL, then click, hold and drag it to the plate.
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Double-click on the folder named Decorative to open it.
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0 Wision Expent § - Untitled1.CDL
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Select the STRIPE13.CDL file and click hold and drag it to the plate.
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You will need to move these clipart images to their general locations within the plate area, and re-size

them to fit.

Lo T
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To be more specific on the size of the clipart images, select the image as shown, then change the

Object Width to 3.25 inches in the entry field on the top toolbar.

inge Engrave Transform Image View Options Web Help
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To rotate the image, enter -20 in the Rotation entry field on the top toolbar, then press Enter on the

computer keyboard to make the change.
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We will now duplicate this image a specific distance from the original and make a total of 4 images. To
set the distance the duplicate image will be moved from the original image, Select Options from the top
menu bar, then select Vision Setup and click on General Preferences.

VimiOptinns Web Help

m Vision Setup Gerﬁlal Preferences...
1l Automatic Save... ExpoM Error Tolerance...
Palette Undo Setup...
ﬁ Grid Display Units._. [ ‘
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Snap to Objects
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5_ Customize Shortcuts...

x— ¥ UseInstantReplay
Multiple Instance
o v V9 Text Layout
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The General Preferences window will appear. In the Duplicate section, type in an X offset of 2.3 inches

and a Y offset of -0.25 inches. Click on OK to set these preferences.

General Preferences ]
General Duplicates
Unitg: |inches Ti * offset I2.3
Speed units: |infs vi ¥ offgat; F25|
Grid Size
HFGL Scale: [1016 “Width: il noo
Lanyar Mumbar: |On v! Height Ii.DDI]

Polyarc { Polygon
® Polyarc ~ Polygon

Speed scroll: |Object Move i Snap Angle: IEII] - I

‘Waming Dialogs

Reset

i QK | Cancel |

To duplicate the selected image, either select Edit from the top menu bar and click on Duplicate, or use
the shortcut keys for this function CTRL D.
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Create 3 duplicates, for a total of 4 clipart images.
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To accurately position these 4 images, we need to group them. Select Layout, then click on Group.
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Once grouped, change the X position on the top toolbar to the middle of the page width, in this example,

6.5 inches.
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Change the width of the second clipart image to 2.8 inches using the Object Width entry field on the top
toolbar.
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Move the second clipart image to the right side of the page. In this example, the position was roughly

chosen. Now is a good time to move any of the clipart images or the ADA text to space them equally
within the plate.
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Select the group of images we created and the second clipart image.
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To create a fill tool path for these images, select the Tool Path Tools icon from the left toolbar and then
click on the Fill icon.
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In the Fill window, for this example, choose the .030 Engraver as the Tool, set the Depth to 0.010
inches, set the Color to Red and set the Fill style as S-sweep with a 20% overlap.

Fill [t:5m]

Tool | 030 Engraver :J J
Deptr: [0.02000 j = coor R~

Cut inline last [+

Fine Tool: [~ [Name needed |
Depth per pass: :‘ Color. = 4‘.
[~ Inlay Gap: [0.00000 j

Fill style: [S-Sweep = E
Fil overeg: [10060 | 20 ak
Fill angle: |0 i‘

Optimize for nose cone [v

Leadin

[ Leadin

Cleanup

[T Cleanupfilange

Click on the Depth options icon to set the number of passes.

“ool: |.030 Engrawver

apth; ’Wﬂ _%

Set the Passes to 1, then click on OK to keep the change and close the window.

Engrave Parameters s

Depth: |0.02000 ﬂ
Depth perpass: |0.02000 ﬂ
Last pass depth: (0.02000 ﬂ

Passes: | =
k

ok | cancel
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Click on OK to close the Fill window and create the tool paths.

oK i Cancel |

The clipart images now have tool paths, which will be used to engrave out the centers of these images.
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Two more tool paths need to be added. First, select the large rectangle and select the Male tool path tool
from the left toolbar.

Q.
@

@ - __

ol

{a&w

‘i 2 | EDr—ﬂ SS
v RO %

é&m |5‘a\e| HWQRS

© 2015 Vision Engraving Systems



172 Vision Series 4 Controller User Manual

Choose the 1/8th inch End Mill as the Tool. Set the Depth to slightly more than the material thickness (in
this case the material was 0.125", so the depth was set to 0.130"). Set the Color to Green (or another

color you are not already using). Click on the J icon to set the number of passes.

Male

|

Tool: [1/8" End Mill

[ Inley

Leadin |MNone ﬂ
[ Cleanupflange
-

Calar P

Gep: [0.00000 :|

OF.

Cancel |

Set the number of passes to 1, then click on OK to close the Engraver Parameters window. Click on OK

to close the Male tool path window.

Engrave Parameters

Depth: [.13000 il

Depth perpass: (0.13000 ﬂ

Last pass depth: |0.13000 ﬂ
Passes: |1 il

ok |

=
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Cancel
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The tool path for the rectangle should be shown as below.
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Select the ADA text, then select Engrave, then Create Tool Path and click on ADA Profile.
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Set the Tool as the .015 Engraver, the Depth to 0.035 inches and the Color to cyan (or another unused

color). Click on the _l to set the number of passes.
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ADA Profile
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= |
Color: Dﬂ

Cancel |

Set the number of lasses to 1, then click on OK to close the Engrave Parameters window, then click on
OK to close the ADA Profile window.
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Depth:
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All tool paths have been created at this point and are all in different colors.
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We first need to mirror the entire plate so that we can engrave the filled clipart. Select all objects
(Keyboard shortcut - F3) and click on the Horizontal Mirror icon on the top toolbar.
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With the drawing now mirrored, we will turn off all colors except for red. Hold the CTRL Key down on
your computer's keyboard and LEFT click on the black, cyan and green color swatches on the right
side of the Vision 9 window. They should appear as shown below after doing so.
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Before sending any jobs to the machine, place the material on the machine's table. The material shown

here is in black in the upper left corner of the picture.

Note: When using the vacuum table, all open areas should be covered with a non-permeable material

in order to maximize vacuum hold down force.
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Tool Setup:

As described at the top of this section, 4 cutters are used in this example. Cutters 1, 2 and 4 need to be
zeroed in the spindle with the micrometer set to 0. The cutting depth for cutter #3 will be set using the
stacked material method as described in the Level 1 Job Example for Profile Cutting.

The following lists the depth settings and applications for the tools used.

Cutter # Depth Setting Application
1-0.030" Flex Cutter 0.020" (20 clicks) Reverse engraving
2 - Braille Drill 0.042” (42 clicks) Drilling for braille beads
3 -1/8" End Mill *Stacked Material Profile cutting 1/8”
4 -0.015" Flex Cutter 0.035" (35 clicks) Profile Cutting Applique

To set the depth of the 1/8" End Mill, position the nose cone so that the cutter can drop off the side of
the 1/8" acrylic material and stop when hitting the vacuum table (or in this case, the MDF material used
as a spoil board on top of the vacuum table) as shown below. Make sure the micrometer is set to the
same 0 as when setting the other cutters.

=
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Braille Inserter Installation:

In order for the machine to insert the braille beads (rasters) into the drilled holes, the braille inserter

must be installed. Install the inserter into its bracket.

Lower the inserter into the bracket and tighten the clamp. At this point, the bottom of the inserter should

be ABOVE the nose cone on the spindle.
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Move the spindle over your material and loosen the clamp holding the inserter. Lower the inserter to its
bottom position. this may require you to rotate the inserter so that the alignment holes are lined up.
There is a pin that will extend above the inserter flange when the inserter is at it's bottom position (shown
below). Tighten the clamp to secure the inserter.

Lower the spindle until the tip of the inserter contacts your material and the depth pin is flush with the top
of the inserter flange. Then press the Set Surface button on the Pendant and press Enter to set this

surface position. This procedure sets the proper pressure applied to the raster beads to insert them into
the holes we will drill. The top of the inserter flange is shown below with the pin flush with its top surface.
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After setting the surface, press the Go to Home button on the Pendant.

With the machine now set up, install the 0.030" flex cutter and adjust for proper depth using the
micrometer. In the Vision 9 software, send the job to the machine by clicking on the Engrave icon in the

Cut Toolbox and run the job.
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After the engraved areas are finished, remove the flex cutter and install the 1/8" End Mill. Set the
micrometer back to its O point. Turn on the Green color and turn off all the other colors (using the CTRL
+ Left click method), so that we can only send the profile cut tool path to the machine.
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When sending this job to the machine, be advised that cutting rates vary with each machine, material
thickness and cutter being used. Please refer to the recommendations by the manufacturer of your
cutting tool as well as Vision for proper settings.
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To send this job to the machine, select the Engrave icon from the left toolbar, choose your device and
select the proper tool settings, then click on the Engrave icon in the Cut Toolbox.

Once the profile cut is finished, we need to remove the cut out sign and flip it over to drill and install the
braille raster beads. Use a small, sharp edged tool to carefully pry the cut out sign away from the
vacuum table.

Flip it over and carefully align it back inside the cut out area.

NOTE: The material could have been profile cut first, then aligned using the table's rulers. The file
setup would be different than in this example (i.e., the plate size would match the profile cut
dimensions of the piece).
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Remove the End Mill cutter and install the Braille Drill cutter. Set the cut depth to 0.042" (42 clicks).

To send a job which drills the holes for the braille rasters, we first turn on all colors in our Vision 9 plate
(again, using the CTRL + Left click on the color swatches), and click on the Horizontal Mirror icon on
the top toolbar to "un-mirror" the plate.

=2 @@ N T O
L LT,
|Horizontal Mirror!_

Select Engrave from the Top Menu, then click on ADA Plot.
NOTE: When sending jobs to the machine using the ADA Plot function, TWO jobs will be sent to the
machine. The first job drills the holes and the second places the rasters into the drilled holes.
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The Vision 9 software will automatically select only the braille dots on the screen and apply the correct
parameters for drilling the holes. Click on Engrave to send these two jobs to the machine.

1
0" Visian Expent 9 -{Cut Preview] ADW Prysician Manager 360U =
File Ecit Layout Amange Engrave Transiorm Imsge View Options Web Help
Tesl MTesh = _| Cogias a = a3 e T = CulPrsire |
Devico ADABesde-Fovers = | 1 3 "1 o H= e, s Ciota
Semen)
[ | 1 TR T T R T | R TR | R o
& - H
1 . 4l
Cut Toolbox .
ST Ak W -
COXH % 7 BEX BB | !
B [ ]
= 2
=]
=
a o
F o 0 T ot i T B % i T R - £+
3 o
‘ i v
| seent Bl +| e+
] . T D O 8

After drilling the holes, lower the braille inserter by loosening the inserter clamp and remove the braille
drill tool from the spindle. Note that when lowered properly, the inserter flange will be flush with the
mounting bracket surface and the depth pin will protrude above the flange top surface. Tighten the
clamp after the inserter is lowered into place.

Clamp and

Depth Pin — 2
~ Wingnut

Inserter Flange

Inserter Bracket

Run the second job to install the raster beads into the material. Note: In this example file, clear raster
beads were used to blend in with the surface of the sign.
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After running the job, raise the inserter so that the inserter tip is well above the bottom of the spindle
nose cone.

Install the 0.015 Flex cutter and set the depth to 0.035 inches (35 clicks). Apply a piece of applique
above the braille rasters as shown. Press lightly to secure it with the adhesive. Note that the applique
has a pressure and time sensitive adhesive on the back side. Applying excessive pressure or letting
the applique sit for more than an hour or so after applying it to the substrate material will make
removing the excess applique material very difficult.

To send only the tool path of the raised text, turn off all colors except for cyan.

EEEE ik
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Select Engrave from the Top Menu, then click on ADA Plot.
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Click on the Engrave icon to send the job to the machine.
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When the machine is finished cutting the applique, use a stiff bristled brush to remove any debris that
remains in the cut areas, then remove the excess applique and weed any remaining pieces from the
centers of characters.

After weeding the interiors of some of the characters, we are ready to paint fill the reverse engraved
areas.
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Mask the edges of the back of the sign and fill with an acrylic based paint.

The finished sign.
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7.4.2 Control Panels

In this example, an industrial control panel will be created using 1/16th inch engraver's plastic. Vision
Pro 9 software is required for this application in order to create a dial on the panel. The techniques
covered in this application include: Logo creation, welding objects, object duplication, creating a basic
array, dimensional placement of objects, and the creation of a dial.

7.4.2.1 Example Job 10 - Plastic Control Panel

The control panel created in this example is constructed with a piece of engravers plastic which is
slightly larger than our plate size. The final panel size will be 13.75 inches x 11.75 inches. Begin by
setting the plate size to 14 x 12 inches.
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To create the logo, enter the text as shown, using HANDLED as the font. The font height is 2.0 inches
and it has a slant of 16 degrees.
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Once the text has been entered, before overlapping and welding the characters, the text must be
changed to graphics. Select the text, then select Arrange from the top menu bar and click on Text to
Graphics.
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Select the first character, then using the arrow keys on the computer's keyboard, move the letter to the

right until it overlaps the second letter as shown. This is done so that the letters can be welded together
and form one single object.
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Select the first two letters, then move them together so that the second letter overlaps the third letter.
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Repeat this for the rest of the letters, adding one at a time as selected objects and moving them until all

of the letters overlap as shown. Note that when overlapping letter like the letter "S", make sure that the
side of the letter completely overlaps the next character.

With all letters selected, select the Weld Tools icon from the left toolbar and click on Basic Weld.

Al

Q|
LX)
@ ;
é ﬁsasu: Weld| T
BB
The letters will then be welded together to form a single object with a continuous outline. this is our
|I|Ogoll'
E}—-. T et~ 7
1 | o .1.. N P2 {7 o \ -". II.' I."
A A I 27y YA
ullll I|| p ] .rf :I."l I."\‘---_ ] e =] rs'.l ___." :,r'l \ f ;',' o
| I/ flf ji I'. f | v ."l.
| {1 I A R B | /
o — S e el / —J a
Move the logo to the upper right section of the plate.
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We now need to add a series of circles to the plate. Select the Shape tools icon from the left toolbar,
then click on the Circle tool.
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Click, hold and drag a small circle.
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Enter the circle radius of 0.75 inches in the Radius entry field on the top toolbar. Also, change the X
and Y coordinates for the center of the circle to 2.200 X and 2.600 Y. Press Enter on your keyboard or
click in another field to set these changes.

(% Vision Pro 9 -[Parametric Circle] Contral Panel warking file.COL
File Edit Layout Asrrange Engrave Transform Image Wiew Oy

o) Ho m—y
%g&&@éﬁ a#ﬂi

1 2

I el IFTE R R FEREw A A A 11|I1“.

=

| &

3

4

L ®PE>pw

© 2015 Vision Engraving Systems



192

Vision Series 4 Controller User Manual

Create another circle with a radius of 0.500 inches and place it at the coordinates of 1.900 X and 5.800

Y.
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To create the array of circles, a simple row in this case, we first set the duplicate distance. Select
Options — Vision Setup and click on General Preferences.
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In the fields for Duplicate in the General Preferences window, enter an X offset of 1.5 inches and O for
the Y offset. Click on OK to set this as the duplicate distance.

Duplicates

#offset |15
%oﬁset 0
Grid Size
Width: | [
Height: {1.000

With the circle selected, either select Edit, then click on Duplicate from the top menu bar, or press
CTRL D on your computer's keyboard to duplicate the circle.

M WISELTE R o LASTILUCT T WP TR R P

File Layout Arrange Engrave Transform Image View

Cird Undo Alt+BKSP, Ctrl+Z
I‘-:J Undo Navigator...
Redo Ctrl+BKSP, Ctrl+Y
._ Redo Mavigator.. E
h Repeat (&
Cut Shift+Delete, Ctrl+X =
% Copy Ctrl+C, Ctrl+Insert
ﬂ Paste Ctrl+V, Shift+Insert
Delete Delete
& Duplicate Ctri+D
Edit Clr-:h Ctrl+E
I@' Edit Fomt Ctri+1
@n Edit Character

Continue duplicating each circle, until seven circles have been created. Using this method, each circle
will be spaced exactly 1.5 inches apart.
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Create another circle with a diameter of 1.00 inches and position it at coordinates of 5.05 X and 10.20

Y.
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With this circle selected, duplicate it to create a total of three circles. Use the same duplicate distance

as above (1.5 inches X and 0 inches Y).
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Create another circle with a radius of 0.25 inches and positioned at coordinates of 11.125 X and 10.20
Y.
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We now add some rectangles to the plate. Select the Shape Tools icon from the left toolbar and click on
the Rectangle tool.
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Click, hold and drag a rectangle below the first row of circles. Change the size and position of the

rectangle to 2 inches wide x 1 inch high, positioned at 2.40 X and 7.75 Y.
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Change the Duplicate distance in the General Preferences window to 3.00 inches X and 0 inches Y.

Duplicates

Huoffset |3
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Grid Size
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Height |1.000

Duplicate the first rectangle to create a second rectangle 3 inches to the right of the first.
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Using the Rectangle tool, draw another rectangle near the lower left corner of the plate. Change the size
of the rectangle to 2.00 inches wide x 1.85 inches high, and position it at 2.40 X and 10.20 Y.
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We now add text under the logo we created. Using the Text Compose tool, type in the text as shown. The
font used is Helvl, height is 0.375 inches.
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e Engrave Transform Image Wiew Options Web Help
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Center the text below the logo by first selecting the text, then while pressing the Shift key on your
computer's keyboard, click on the logo to add it as a selected object. To center the text under the logo,
either use the shortcut key by pressing the letter "C" on the computer's keyboard, or from the top menu
bar, select, Layout — Arrange and Distribute —. Align to Last Object —. Center Vertically.

To add text above the circle we added, use the Text Compose tool and enter the text as shown. Make
sure the text is center justified and the font is HELV1, with a font height of 0.20 inches.
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Center the text above the first circle by selecting the text, pressing down the SHIFT key on your
keyboard, then selecting the circle below it and either use the shortcut "C" on the keyboard, or by using
Center Vertically from the top menu bar.
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Adjust the Duplicate distance within the General Preferences window to 1.5 inches X and O inches Y,
then duplicate the text until each circle on this first row has text above it.
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Repeat the procedure of creating text, aligning it over the first circle on the bottom row of circles, then
duplicating the text until each circle has text above it. To change the actual text over each circle, double
click on the text you wish to change, select all of the text, then type in the text as shown below. Do this
for the text over each circle. Note - it is important to center justify the text when it is first created. This
way, each time the text is modified, the text will remain centered over over the circle below it.
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Add text in a similar fashion over the rectangles as shown.
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On the third circle on the bottom row, move the text towards the top of the plate and add the text (0, 12
and 24) as shown. Add the text centered above the small circle as shown. The positioning of these last
two text entries was done visually.
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Now we add text around the large circle on the top left of the plate. First, select the circle, the select
Transform from the top menu bar, the click on Fit Text to Path.
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The top toolbar will change the the Fit Text to Path toolbar. Click on Add Text on the right side of this
toolbar.
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Enter the text as shown. The same font (Helvl, sized 0.20 inches high) was used.
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To change the position of this text, click on the Top Start Position icon on the top toolbar, then click on
Apply on the right side of this toolbar. Then enter the Text to Path Distance of 0.150 inches as show,
and click on the Apply button again. Click on Close to exit this tool.
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Duplicate this text.
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Rotate the duplicate text 180 degrees using the Rotation tool on the top toolbar. After entering 180 in the
rotation entry field, press the Enter key on the computer's keyboard to accept this change.
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Move the text below the circle as shown. Align the text so that it is Centered Vertically to the text on the
top of the circle, group the two lines of text, then center them both vertically and horizontally to the
circle.

At this point, we will need to write down the center position of the small circle on the bottom right of the
plate. Write down its coordinates; 11.125 X and 10.20 Y. We will need to reference this position when
positioning a dial which we will now create.
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Select the Shape Tools icon from the left toolbar, then click on the Dial icon.
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Before creating the dial, set the Angle where dial starts as 300 degrees and the Angle where dial stops
to 240 degrees. Click in another entry field on the top toolbar (such as the Radius entry field) to set
these angles.
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Click, hold and drag a dial roughly positioned over the small circle.
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Set the Radius to 0.654 inches by entering this number in the Radius entry field. Press the Enter key on
the computer keyboard to set this radius.
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Alternatively, you can click, hold and drag from the node near the top of the dial to adjust its radius,
although this is not an accurate way to size the dial.

©

180

Note - the dial you created will likely not display as shown below yet. To adjust the tick marks on the dial,
first, click on the Minor Tick settings icon on the top toolbar.

Tick positions: m

m Minor Tick settings
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The Minor Ticks window will appear. Set the Number of minor ticks to 1, set the Size to 0.125 inches
and the Spaces to 2. Press OK to close this window.

Minor Ticks [tem|
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Tick 1
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Select the Labels and Major Tick setting icon on the top toolbar.
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The Major Ticks window will appear. Change the settings to: Number of Ticks - 11, Tick size - 0.250,
then add a check mark in the Print Labels box.
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The Font Detective window will appear. Select Engraving Fonts as the Group, choose Helvl font from
the Font drop down list, then click on the Select button to the right of the Font drop down list.
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Now, set the Start number as 100, set the increment to negative 10 (- 10.000). Set the Label font size to
0.700 inches and the Label offset to 0.300 inches. Click on OK to set these parameters.
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